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1.0 EXECUTIVE SUMMARY 

The California Department of Transportation (Caltrans) established a program for cities to prepare a Local Roadway 

Safety Plan (LRSP) to identify safety needs and recommend projects to address these needs. This document serves as 

the LRSP for the City of Arvin. 

 

OVERVIEW 

An LRSP analyzes collision data, assesses infrastructure deficiencies through an inventory of roadway system elements, 

and identifies roadway safety solutions on a citywide basis. The State created the LRSP to help local agencies develop 

safety projects that can be submitted for funding by the Highway Safety Improvement Program (HSIP). HSIP Cycle 11, 

expected around May 2022, and subsequent cycles will require an LRSP or equivalent plans such as a Vision Zero Plan 

or System Safety Analysis Report.   

This report has been prepared per Caltrans LRSP guidelines and the Caltrans Local Roadway Safety Manual (LRSM) 

version 1.5 dated June 2020. The general content of this LRSP report follows this outline: 

● Crash data source and analysis techniques 

● Crash data analysis results and highest occurring crash types 

● High-risk corridor and intersection analysis and safety countermeasures 

● Cost estimates of recommended improvements 

● Prioritization of projects based on cost-benefit ratio and effectiveness of safety improvement 

● Strategies for safety project implementation 

● Traffic safety enforcement size analysis based on Office of Traffic Safety (OTS) data 

 

The LRSP fulfills the following purposes: 

● Identify the highest occurring collision types and the roadway characteristics contributing to the collisions.  

● Identify high-risk corridors and intersections.  

● Propose safety countermeasures to address the safety issues.  

● Prioritize safety improvement projects based on benefit/cost ratio and other considerations. 

 

PROMINENT COLLISION PATTERN 

Five years of collision records were utilized from January 1, 2015 to December 31, 2019, adhering to the maximum 

period permitted by the HSIP for a safety infrastructure project application for federal funding. The collisions were 

categorized by severity, collision type, Primary Collision Factor (PCF), involved parties, lighting conditions, and facility 

type (signalized intersections, non-signalized intersections, and mid-block locations). A total of 620 crashes were 

recorded from 2015 to 2019. The following summarizes the collision patterns within the City: 

● The most common collision types were broadside, rear-end, and sideswipe. 

● Bicycle- and pedestrian-related crashes accounted for approximately 5.2 percent of total collisions. 

● Sideswipe due to Improper Turning is one of the prominent collision patterns. 
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SAFETY MEASURES 

The following transportation safety emphasis areas were identified based on the collision data analysis: 

● Young Drivers 

● Non-Signalized Intersections 

● Bicyclists and Pedestrian Safety 

● Improper Turning/Sideswipe 

● Unsafe Speeding 

● Dark-Street Light Conditions 

In addition to the infrastructure improvements as mentioned above, non-engineering safety measures address traffic 

safety concerns through education and enforcement. Several state and federal grant programs offer funds for non-

engineering roadway safety projects, as shown below: 

● Advanced Transportation and Congestion Management Technologies Deployment Program (ATCMTD) 

● Active Transportation Program (ATP) 

● Sustainable Communities Grant Program 

● California Office of Traffic (OTS) Safety Grants (NHTSA funding) 
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2.0 INTRODUCTION 

The Kern County Council of Governments (COG) has retained KOA Corporation (KOA) to develop a Local Roadway 

Safety Plan for the City of Arvin (LRSP). Traditionally, agencies have selected safety projects based on historical crash 

records, focusing on sites with a concentration of recent severe collisions. The LRSP shares a similar framework with 

the California Statewide Strategic Highway Safety Plan (SHSP), which focuses on engineering and non-engineering 

solutions towards roadway safety issues. The LRSP identifies the most common collision categories across a 

roadway network to target projects that address the factors associated with those categories. The LRSP allows 

agencies to assess risks before a collision by focusing on causal factors rather than collisions. Systemic 

improvements target broader geography than the traditional spot location improvements. The systemic project 

selection favors the broad implementation of cost-effective countermeasures. 

2.1 FOUR E’S OF SAFETY 

The LRSP does not only focuses on engineering improvements to mitigate crashes. The LRSP also addresses the 

safety improvements in other areas such as enforcement, education, and emergency services. According to the 

SHSP 2020-2024, two-thirds of all crashes result from aggressive driving. Male drivers are more likely to be at fault 

in aggressive driving-related crashes regardless of age. Making roadways safer requires the Four E’s (Engineering, 

Enforcement, Education, and Emergency Services). Working together with the Four E’s at the city level will help 

make city roads safer. 

2.2 PURPOSE OF THE LRSP 

The LRSP systematically identifies and analyzes safety problems and recommends safety improvements. LRSP helps 

in understanding the safety issues at local not only through data-driven but also by outreaching out to the 

community. The goal is to reduce fatality and severe injury collisions. The results of the LRSP are summarized with a 

prioritized list of improvements and actions.  

2.3 CITY OF ARVIN 

Arvin is a city located in Kern County in Central California. According to the 2020 census, the City had a population 

of 19,495. Based on the Statewide Integrated Traffic Records System (SWITRS) database, between January 2015 and 

December 2019, there were 620 collisions in Arvin, of which 2% resulted in fatal and severe injuries. Figure 2.1 

illustrates a map of the collisions citywide. 
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Figure 2.1: Arvin Citywide Collision Map (2016-2019) 

 

Source: SWITRS, 2015-2019 
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2.4 LRSP OVERVIEW 

The LRSP project includes four primary tasks. The following sections include a brief description of the tasks 

associated with this project, with a more detailed description of each task in subsequent sections of this document.  

2.4.1 Data Collection 

A comprehensive Geographic Information Systems (GIS) project database was developed by utilizing the following 

data: 

● Five years (1/1/2015 to 12/31/2019) of collision data collected via the SWITRS collision database 

● Location of signalized intersections 

2.4.2 Safety Data Analysis 

Following the comprehensive GIS project database development, the collision data was analyzed for Arvin. 

Collisions were compared to the safety emphasis areas defined in the California SHSP. The safety data analysis is 

summarized in Section 4 of this document. The transportation emphasis areas are identified based on the collision 

data analysis and are discussed in Section 6 of this document. 

2.4.3 Identify Safety Measures 

In coordination with city staff, a list of engineering-related safety countermeasures and non-engineering safety 

measures were developed for use as recommendations in this LRSP. These countermeasures are discussed in 

Section 7 and Section 8 of this document. 

2.4.4 Develop Safety Projects and Cost Estimation 

Roadways and intersections were ranked based on the collision frequency. The top locations of interest will be 

investigated for further evaluation and potential safety improvements. The improvements include signal hardware 

improvement, additional warning signage, and bikeway-related features. Planning-level cost estimations are 

provided for each safety project. The list of safety projects are prioritized based on the following considerations: 

● Benefit/Cost Ratio (for engineering solutions only) 

● Funding availability for engineering and non-engineering programs 

● Other factors recommended by city staff 

The safety projects and cost estimates are discussed in Section 9 of this document. 
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3.0 METHODOLOGY 

3.1 COLLISION DATA SOURCES  

The collision data drew from two sources. The collision trend data was derived between 2015 and 2019 from the 

California Highway Patrol’s Statewide Integrated Traffic Records System (SWITRS) database and the University of 

California, Berkeley’s Transportation Injury Mapping System (TIMS). 

3.1.1 SWITRS 

The California Highway Patrol’s SWITRS database contains data on statewide collisions. The SWITRS application 

provides geographically- and temporally-targeted collision reports electronically. KOA used SWITRS to evaluate 

data on the City of Arvin collisions between 2015 and 2019, both in aggregate and classified by control type 

(signalized, non-signalized, and midblock locations). 

3.1.2 TIMS 

The TIMS database contains geocoded collisions included in the SWITRS database. TIMS geocodes SWITRS 

collisions that involve either an injury or fatality (i.e., excluding property damage-only collisions). Thus, TIMS 

provides local agencies with an efficient and straightforward tool to conduct geographic analysis.  

3.2 IDENTIFYING LOCATIONS FOR ENGINEERING COUNTERMEASURES 

Crash data analysis for this LRSP was conducted using collision data from the SWITRS collision database. The 

collision records include a variety of information about each collision, including the location, date, time of the day, 

crash type, crash severity, primary violation category, transportation mode of the involved parties, and movement of 

the involved parties prior to the collision. Per California state law, motor vehicle collisions must be reported when 

vehicle or property damage exceeds $1,000, or when any parties suffer an injury or fatality. Collisions with no 

injured parties or little property damage might not be reported and, therefore, are not included in the collision 

database.  

Caltrans’ Local Roadway Safety, A Manual for California’s Local Road Owners, Version 1.5, April 2020 (LRSM) 

encourages a pro-active rather than reactive approach to safety issue identification. Traditionally, agencies using a 

reactive approach have located and implemented safety projects solely based on recent crashes, specific crash 

concentrations, or safety issues raised by stakeholders. According to the LRSM, a proactive approach is preferred 

because with traditional methods, “crash concentrations and crash trends may be missed if local agencies rely 

exclusively on these identifiers for their roadway safety effort.” A proactive approach would identify safety 

improvements by analyzing the safety of the entire roadway network. For this document, the process for identifying 

candidate locations for safety improvements considers any one of the following three factors: 

● An extensive crash history at high-collision frequency locations provides insight into which roadway 

characteristics are associated with certain types of crashes 

● Professional engineering judgment regarding the availability of feasible engineering countermeasures to fix 

the safety issues 

● Applicability of the engineering countermeasures at other locations with roadway characteristics associated 

with similar types of crashes regardless of their crash history 

The LRSM guidelines require analyzing at least three to five years of the most recent crash data. Five years of 

collision data from January 2015 to December 2019 was reviewed for the Arvin LRSP. The collision data adheres to 
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the maximum threshold permitted by the Highway Safety Improvement Program (HSIP) for a safety infrastructure 

project application for federal funding. 

3.2.1 Ranking Function 

A candidate intersection or roadway segment for safety improvements does not necessarily need to demonstrate a 

history of high or severe collisions to be considered for further evaluation. However, locations with high numbers of 

collisions are often good starting points for safety analysis due to the rich information provided by the collision 

history. Two ranking methods were utilized to identify high collision frequency intersections and roadway segments: 

Average Crash Frequency and Equivalent Property Damage Only (EPDO) scores. A brief description of each of the 

methods is provided in the following sections. 

3.2.2 Average Crash Frequency 

The average Crash frequency is the most basic method for assessing collision incidence. The analysis tallies the 

number of collisions at each location in the system, both aggregate and by category of interest (e.g., level of 

severity, collision type, etc.). The analysis then ranks intersection or roadway segments based on the collisions’ 

frequency. The method involves easy computation and little data collection. A collision database such as the 

SWITRS database usually suffices.  

3.2.3 EPDO Scores 

Equivalent Property Damage Only (EPDO) scores are calculated by assigning weighted factors to collisions by 

severity relative to property damage only collisions. The weights generally reflect the order of magnitude difference 

between the societal cost of fatal and severe injury collisions versus the non-severe injury collisions. Table 3.1 

shows the weights by collision severity, based on the Caltrans Local Roadway Safety Manual (LRSM), April 2020. 

Table 3.1: Collision Weight by Severity 

Collision Severity Location Type Crash Cost 

**Fatality and Severe Injury 

Signalized Intersection $1,590,000 

Non Signalized 

Intersection 
$2,530,000 

Combined (KA) Roadway $2,190,000 

Evident Injury – Other Visible (B) - $142,300 

Possible Injury–Complaint of Pain (C) - $80,900 

Property Damage Only (O) - $13,300 

 

EPDO scores are useful for a benefit-to-cost analysis as collision costs can be translated into measurable benefits 

from installing improvements that reduce the collisions in question. However, EPDO scores may place undue weight 

on the injury outcomes of previous collisions rather than overall trends suggested by collision patterns regardless of 

injury outcome. Furthermore, a location’s EPDO score could be inflated by a fatal or severe collision caused by DUI. 
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3.3 PROPOSING ENGINEERING COUNTERMEASURES 

After ranking the intersections and roadway segments, the following steps were used to propose engineering 

countermeasures: 

● Make citywide collision maps for dominant collision types such as rear-end collisions, broadside collisions, 

bicycle, and pedestrian collisions, and collisions due to unsafe speed. Identify high-risk locations by collision 

type.  

● Review crash details (party involved, movement before the crash, primary collision factor, violation code, 

time of the day, and others) at high-risk locations. Obtain detailed police reports from the City and review all 

the fatal and severe injury collisions.  

● Manually create collision diagrams for high-risk locations. Review field conditions through physical site visits 

in the City. Assess the nature of prevalent crash types with respect to the intersection’s control type, 

geometrical features, and signal phasing/timing.  

● Review current conditions and recent historical conditions via Google Map Street View, whenever necessary, 

to check whether any geometry, signal, or signage changes have been made in the past few years.  

● Evaluate and screen countermeasures from the LRSM or Crash Modification Factor (CMF) Clearinghouse 

(http://www.cmfclearinghouse.org/), a searchable database that can be easily queried to identify CMFs and 

Crash Reduction Factors (CRFs).  

● Identify intersections/roadway segments that do not have a demonstrated crash history but resemble other 

locations with documented crash history and risk factors. Once identified, these locations can be analyzed 

through the steps mentioned above. 
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4.0 SYSTEMIC SAFETY ANALYSIS – COLLISION TREND AND 

PATTERNS 

4.1 PRELIMINARY COLLISION ANALYSIS 

4.1.1 Year Trend 

From 2015 to 2019, a total of 620 collisions occurred on city roadways. Approximately 2 percent of collisions 

resulted in fatal or severe injuries (KSI), as shown in Figure 4.1. Figure 4.2 shows that the annual number of 

collisions decreases from around 150 to 115 collisions between 2016 and 2017 and slightly decreased to an average 

of 110 collisions between 2018 and 2019. In contrast, bicycle collisions display an upward trend across the five years 

of data, except for 2019. Pedestrian collisions peaked in 2016 with seven pedestrian-related collisions, decreased to 

one pedestrian collision in 2017, and increased to five pedestrian-related collisions, creating a V-shape curve. 

The number of fatal and severe injury (KSI) collisions, as shown in Figure 4.2, peaks in 2016 with 14 KSI-related 

collisions and drops down to 9 KSI-related collisions in 2017. 

Figure 4.1: Collision Severity 

 
Source: SWITRS, 2015-2019 
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Figure 4.2: Total Collisions by Year 

 
Source: SWITRS, 2015-2019 

4.1.2 Collision Type 

Figure 4.3 compares the percent of KSI collisions for each collision type with the total number of collisions for each 

type. The total number of collisions is categorized by collision type, as represented by the grey bars in the chart (see 

Y-Axis on the left side). Sideswipe accounted for the largest category, comprising 26 percent of total collisions. Rear 

end (24 percent of total) and broadsides (18 percent of total) comprise the second-and third-largest crash 

categories.  

The red line in the chart shows the percentage of each collision type that resulted in fatalities or severe injuries (see 

the Y-Axis on the right side). The labeled percentages represent the KSI collision percentages of each collision type. 

For example, as high as 14.3 percent of the pedestrian-related collisions were KSI collisions, 9.5 percent of the head-

on collisions led to fatalities and severe injuries. In contrast, zero percent of the sideswipe collisions resulted in 

victims killed or seriously injured. 
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Figure 4.3: Collisions by Type, Total Collisions vs. KSI Collisions 

 
Source: SWITRS, 2015-2019 

 

4.1.3 Primary Collision Factor (PCF) 

Figure 4.4 summarizes the Primary Collision Factor (PCF) for all the collisions in the past five years. PCF is the 

leading cause of a collision based on the law enforcement officer who conducted the investigation. The blue bars 

on the left side represent total collisions, and the red bars on the right side represents KSI collisions.  

As shown in Figure 4.4, improper turning (28.4%), automobile right-of-way (16.8%), and unsafe speed (14.4%) were 

the top three causes of all collisions. For KSI collisions, the top four were pedestrian violation (21.4%), wrong side of 

the roadway (14.3%), unsafe lane change (14.3%), and traffic signals and signs (14.3%). Pedestrian violations were 

associated with two percent of total collisions but are one of the highest causes of KSI collisions. 
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Figure 4.4: Collisions by Primary Collision Factor (PCF), Total Collisions vs. KSI Collisions 

 

Source: SWITRS, 2015-2019 

4.1.4 Motor Vehicle Involved With 

Figure 4.5 summarizes the mode of transportation the at-fault party is involved with for all the collisions in the past 

five years. The motor vehicle involved with other motor vehicles was associated with 48.9 percent of total collisions, 

which was also the highest in KSI collisions at 35.7 percent. The motor vehicle involved with parked vehicles 

accounted for 26.9 percent. Arvin's bicycle- and pedestrian-related collisions accounted for approximately 5.2 

percent of total collisions, with 21.4 percent associated with KSI collisions. 

Figure 4.5: Primary Collision Factor vs. Top 4 Collision Types 

 
Source: SWITRS, 2015-2019 
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4.1.5 Lighting Conditions 

Figure 4.6 summarizes the lighting conditions for all the collisions in the past five years. Most of the collisions 

occurred during daylight, 56.3 percent of total collisions. Collisions under dark-street light conditions accounted for 

33.1 percent of total collisions, which was also the highest frequency associated with KSI collisions at 50 percent of 

the dark-street lighting conditions.  

Figure 4.6: Lighting 

 
Source: SWITRS, 2015-2019 

4.1.6 Weather 

Figure 4.7 summarizes the weather conditions for all the collisions in the past five years. Most of the collisions 

occurred under clear weather, 92.7 percent of total collisions. Collisions that occurred on a rainy day accounted for 

3.9 percent of total collisions, which accounted for 14.3 percent associated with KSI collisions.  

Figure 4.7: Weather 

 
Source: SWITRS, 2015-2019 
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4.1.7 Time of Day 

Figure 4.8 summarizes the time of day a collision occurred in the past five years. Most of the collisions occurred in 

the evening, with 23.6 percent associated between 6 PM to 9 PM., followed by 21.3 percent of the collisions in the 

afternoon between 3 PM and 6 PM. Also, KSI collisions associate the most during the timeframe between 6 PM and 

9 PM.  

 

Figure 4.8: Time of Day 

 
Source: SWITRS, 2015-2019 
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4.1.8 At-Faut Party 

At-fault motorists in collisions in Arvin tended to be young males, as shown in Figure 4.9. Nearly 11.6 percent of 

motorists were in the 20-24 age group, followed by 10.9 percent in the 15-19 age group. This accounts for the 

largest share of at-fault motorists among any age group, with the number of at-fault motorists decreasing found in 

the older age groups. In most age groups, males accounted for the majority of collisions at-fault. As shown in the 

chart below, some age and gender data were recorded in the SWITRS database by the term ‘unknown’.  

 

Figure 4.9: At-Fault Party by Age and Gender 

 
Source: SWITRS, 2015-2019 
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4.2 COLLISIONS BY FACILITY TYPE 

KOA analyzed collision patterns by facility type (intersections vs. midblock locations) using the most recent five 

years of SWITRS data (2015 to 2019). This analysis allowed KOA to determine the effect of access control and 

intersection geometry on collision frequency. The analysis classifies collisions by facility type as follows: 

● Collisions that occurred within 250 feet of signalized intersections are considered signalized 

intersection collisions;  

● Collisions that occurred within 150 feet of non-signalized intersections are considered non-

signalized intersection collisions; and 

● Collisions that occurred more than 250 feet away from any signalized intersection and more than 

150 feet away from any non-signalized intersection are classified as mid-block collisions.  

 

Table 4.1 shows the total number of crashes associated with each type of facility, 65.5 percent of all collisions took 

place at non-signalized intersections, 18.9 percent of all collisions took place at mid-block locations, and 15.6 

percent of collisions took place at signalized intersections. Both bicycle and pedestrian collisions showed similar 

patterns, with most collisions occurring at non-signalized intersections (55.6 percent for bicycle collisions and 65.2 

percent for pedestrian collisions).  

Table 4.1: Collisions by Facility Type 

Collision 

Grouping 

Signalized 

Intersection 

Non-Signalized 

Intersection 

Midblock 

Locations 
Grand Total 

Collisions % Collisions % Collisions % Collisions % 

Total Number 

of Collisions 
97 15.6% 406 65.5% 117 18.9% 620 100% 

Bicycle 

Collisions 

2 22.2% 5 55.6% 2 22.2% 9 100% 

Pedestrian 

Collisions 

4 17.4% 15 65.2% 4 17.4% 23 100% 

Source: SWITRS, 2015-2019 

 

Table 4.2 shows how the collision type varies by facility type. A majority of the collisions occurred at non-signalized 

intersections. Sideswipe collisions comprise the largest share of crashes at midblock locations (37.6 percent). At 

midblock locations, rear end collisions are the second-most-common crash type (26.5 percent). 

Both sideswipe and rear end collisions frequently occurred at all facility types, as shown in Table 4.2. For example, 

at non-signalized intersections, sideswipes comprise 24.1 percent and rear end comprise 22.4 percent of total 

collisions at non-signalized intersections.  

Broadside crashes comprised a substantially-larger share of crashes at signalized and non-signalized intersections 

(where they were the third-most-frequent crash type, with around 20 percent of the total) than at midblock 

locations (only 8.5 percent of the total). Vehicle-pedestrian-related crashes at non-signalized intersections 

accounted for 14 out of the 21 total vehicle-pedestrian crashes.  
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Table 4.2: Collision Types by Facility Type 

Collision Type 

Signalized 

Intersections 

Non-Signalized 

Intersections 
Midblock Grand Total 

Collisions % Collisions % Collisions % Collisions % 

Broadside 20 20.6% 83 20.4% 10 8.5% 113 18.2% 

Head-On 8 8.2% 45 11.1% 10 8.5% 63 10.2% 

Hit Object 14 14.4% 49 12.1% 11 9.4% 74 11.9% 

Not Stated 0 0.0% 4 1.0% 0 0.0% 4 0.6% 

Other 4 4.1% 22 5.4% 5 4.3% 31 5.0% 

Overturned 0 0.0% 0 0.0% 2 1.7% 2 0.3% 

Rear End 25 25.8% 91 22.4% 31 26.5% 147 23.7% 

Sideswipe 23 23.7% 98 24.1% 44 37.6% 165 26.6% 

Vehicle/Pedestrian 3 3.1% 14 3.4% 4 3.4% 21 3.4% 

Total 97 100% 406 100% 117 100% 620 100% 

Source: SWITRS, 2015-2019 

 

Table 4.3 shows the relationship between street lighting conditions and facility type. More than 90 percent of 

collisions occurred in the presence of lighting (i.e. either in daylight or night-time with street-lighting) at all three 

location types. Only five percent of all collisions took place in the dark with no street lighting, with this figure 

ranging from 4.2 percent at non-signalized intersections to 12 percent at midblock locations.  

Table 4.3: Street Lighting by Facility Type 

Collision Type 

Signalized 

Intersections 

Non-Signalized 

Intersections 
Midblock Grand Total 

Collisions % Collisions % Collisions % Collisions % 

Dark - No Street Lights 0 0% 17 4.2% 14 12.0% 31 5.0% 

Dark - Street Lights 35 36.1% 132 32.5% 38 32.5% 205 33.1% 

Dark - Street Lights 

Not Functioning 
0 0% 1 0.2% 0 0% 1 0.2% 

Daylight 55 56.7% 236 58.1% 58 49.6% 349 56.3% 

Dusk - Dawn 7 7.2% 18 4.4% 6 5.1% 31 5.0% 

Not Stated 0 0% 2 0.5% 1 0.9% 3 0.5% 

Total 97 100% 406 100% 117 100% 620 100% 

Source: SWITRS, 2015-2019 

 

Table 4.4 tabulates the PCFs by facility type. Overall, the three largest PCF categories included improper turning, 

unsafe speed, and automobile right-of-way. The ranking order varied by location types:  

● At signalized intersections, the leading PCFs were improper turning, unsafe speed, and automobile right-

of-way violations (comprising 28.9 percent, 18.6 percent, and 17.5 percent of the total).  

● At non-signalized intersections, improper turning, automobile right-of-way violations, and unsafe speed 

were the dominant PCFs (comprising 25.9 percent, 18.5 percent, and 13.5 percent of the total).  
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● At midblock locations, the most frequent PCFs were improper turning, unsafe starting or backing, and 

unsafe speed (comprising 33.3 percent, 17.9 percent, and 12.0 percent of the total).  

 

Table 4.4: Primary Collision Factor by Facility Type 

Collision Type 

Signalized 

Intersection 

Non-Signalized 

Intersection 

Midblock 

Locations 
Grand Total 

Collisions % Collisions % Collisions % Collisions % 

-  2 2.1% 9 2.2% 3 2.6% 14 2.3% 

Automobile Right of Way 17 17.5% 75 18.5% 10 8.5% 102 16.5% 

Brakes 0 0.0% 1 0.2% 1 0.9% 2 0.3% 

Driving or Bicycling Under the 

Influence of Alcohol or Drug 
1 1.0% 23 5.7% 6 5.1% 30 4.8% 

Following Too Closely 2 2.1% 10 2.5% 4 3.4% 16 2.6% 

Hazardous Parking 0 0.0% 1 0.2% 1 0.9% 2 0.3% 

Improper Passing 0 0.0% 1 0.2% 1 0.9% 2 0.3% 

Improper Turning 28 28.9% 105 25.9% 39 33.3% 172 27.7% 

Other Equipment 0 0.0% 1 0.2% 1 0.9% 2 0.3% 

Other Hazardous Violation 2 2.1% 6 1.5% 0 0.0% 8 1.3% 

Other Improper Driving 2 2.1% 1 0.2% 0 0.0% 3 0.5% 

Other Than Driver (or 

Pedestrian) 
1 1.0% 0 0.0% 1 0.9% 2 0.3% 

Pedestrian Right of Way 2 2.1% 5 1.2% 2 1.7% 9 1.5% 

Pedestrian Violation 2 2.1% 8 2.0% 2 1.7% 12 1.9% 

Traffic Signals and Signs 11 11.3% 32 7.9% 1 0.9% 44 7.1% 

Unknown 2 2.1% 9 2.2% 5 4.3% 16 2.6% 

Unsafe Lane Change 1 1.0% 11 2.7% 2 1.7% 14 2.3% 

Unsafe Speed 18 18.6% 55 13.5% 14 12.0% 87 14.0% 

Unsafe Starting or Backing 4 4.1% 49 12.1% 21 17.9% 74 11.9% 

Wrong Side of Road 2 2.1% 4 1.0% 3 2.6% 9 1.5% 

Total 97 100% 406 100% 117 100% 620 100% 

Source: SWITRS, 2015-2019 

 

As mentioned earlier, sideswipe and rear end collisions were the most-frequently-occurring collision type in Arvin. 

Improper turning was the most-common Primary Collision Factor (PCF) in the City and the leading cause of 

sideswipe collisions. Unsafe speeding was the third-most common PCF and largest PCF associated with rear-end 

collisions. Approximately 30 percent of rear-end collisions from 2015 to 2019 resulted from unsafe speeding, while 

improper turning caused roughly 22 percent of rear-end collisions. 

In Arvin, sideswipe crashes are the most common type at non-signalized intersections. Crashes caused by improper 

turning, the largest most commonly occurring PCF, are primarily associated with sideswipe crashes. Table 4.5 

breaks down the sideswipe collisions caused by improper turning by facility type. The percentage of sideswipe 

collisions caused by improper turning ranges from 43.9 percent at the non-signalized intersections to 52.2 percent 

at signalized intersections.  
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Table 4.5: Sideswipe Collisions due to Improper Turning Violations by Facility Type 

Facility Type 

Total 

Sideswipe 

Collisions 

Sideswipe 

Collisions due 

to Improper 

Turning 

Percentage of 

Sideswipe 

Collisions due to 

Improper Turning 

Midblock locations 44 20 45.5% 

Non-signalized 

intersections 

98 43 43.9% 

Signalized intersections 23 12 52.2% 

Total 165 75 45.5% 

Source: SWITRS, 2015-2019 

Table 4.6 breaks down the rear-end collisions caused by facility-type unsafe speed. The rear-end collisions caused 

by unsafe speeding ranged from 19.4 percent at midblock locations to 48 percent at signalized intersections. 

Overall, approximately 30 percent of the rear end collisions were unsafe speeding. 

Table 4.6: Rear End Collisions due to Unsafe Speeds by Facility Type 

Facility Type 

Total Rear 

End 

Collisions 

Rear End 

Collisions due 

to Unsafe 

Speeding 

Percentage of 

Rear End 

Collisions due to 

Unsafe Speeding 

Midblock locations 31 6 19.4% 

Non-signalized 

intersections 
91 26 28.6% 

Signalized intersections 25 12 48.0% 

Total 147 44 29.8% 

Source: SWITRS, 2015-2019 

Table 4.7 shows the percentage of crashes associated with automobile right-of-way PCF and classified as broadside 

collisions. Approximately 52.2 percent (59 crashes) of automobile right-of-way collisions were broadside collisions. 

Most broadside collisions associated with automobile right-of-way occurred at non-signalized intersections 

comprised the highest percentage.  

Table 4.7: Broadside Collisions due to Automobile Right-of-Way Sideswipe by Facility Type 

Facility Type 

Total 

Broadside 

Collisions 

Broadside 

Collisions due 

to Automobile 

Right-of-Way 

Percentage of 

Broadside 

Collisions due 

to Automobile 

Right-of-Way 

Midblock locations 10 5 50.0% 

Non-signalized 

intersections 
83 46 55.4% 

Signalized intersections 20 8 40.0% 

Total 113 59 52.2% 

Source: SWITRS, 2016-2020  
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4.3 GEOGRAPHIC COLLISION ANALYSIS 

The following series of maps illustrates the prominent collision factors, such as the location of top collision type, 

primary collision factor, and bicycle- and pedestrian-related collisions. 

Figure 4.10 illustrates the citywide collision hotspot location in Arvin. As shown in the hotspot map, fatal and 

severe injury (KSI) collisions occurred throughout the City. The corridor on Bear Mountain Boulevard had the 

highest concentration of crashes.  

Figure 4.11 illustrates the location of sideswipe collisions in correlation with improper turning. 

Figure 4.12 illustrates the location of rear end collisions in correlation with unsafe speeding. 

Figure 4.13 illustrates the location of broadside collisions in correlation with automobile right-of-way. 

Figure 4.14 illustrates the location of the bicycle- and pedestrian-related collisions citywide. 
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Figure 4.10: Citywide Collisions 

  
Source: SWITRS, 2015-2019 
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Figure 4.11: Sideswipe due to Improper Turning 

 
Source: SWITRS, 2015-2019 
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Figure 4.12: Rear End due to Unsafe Speed 

 
Source: SWITRS, 2015-2019 
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Figure 4.13: Broadside due to Automobile Right of Way Violations

 
Source: SWITRS, 2015-2019 
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Figure 4.14: Bicycle and Pedestrian Collisions 

 
 Source: SWITRS, 2015-2019 
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4.5 TOP COLLISION LOCATIONS 

The initial step of the systemic analysis is evaluating the existing roadway network and its various characteristics. 

The analysis was divided into intersections and roadway segments, the two main ranking methods: average crash 

frequency and Equivalent Property Damage Only (EPDO) scores. The description of the ranking methods is 

discussed in Section 3.2 of this document.  

Based on the collision analysis, Arvin's high-risk collision intersections and roadway segments are shown in Figure 

4.15. Appendix A provides a summary of all the collisions by intersection. 

Figure 4.15 Top Collision Locations 



SYSTEMIC SAFETY ANLAYSIS – COLLISION TREND AND PATTERNS 

 

 

CITY OF ARVIN | LOCAL ROADWAY SAFETY PLAN      31 

4.5.1 Intersection Ranking 

This is a general process for identifying potential locations by ranking the intersections based on Crash Frequency and EPDO score. The ranking is a 

quantitative method used to evaluate a particular corridor segment and compare it with various other segments. It is ultimately just a tool to streamline the 

collision analysis and the selection process for potential locations. Table 4.9 shows the top 10 intersections by collision frequency and EPDO score. A 

majority of the intersections are located on Bear Mountain Boulevard. 

● Bear Mountain Boulevard and Meyer Street: Crash Frequency rank 1st and EPDO score rank 1st 

● Bear Mountain Boulevard and Derby Street: Crash Frequency rank 2nd and EPDO score rank 5th 

● Bear Mountain Boulevard and Comanche Drive: Crash Frequency rank 3rd and EPDO score rank 3rd 

● Bear Mountain Boulevard and Stockton Avenue: Crash Frequency rank 8th and EPDO score rank 2nd 

 

Table 4.9: Top Intersection Ranking

 

  

ID Intersections Fatal

Severe 

Injury

Other 

Visible 

Injury

Complaint 

of Pain

Property 

Damage 

Only

Total 

Collisions Broadside Head-On

Hit 

Object

Not 

Stated Other

Rear 

End Sideswipe

Vehicle/ 

Pedestrian

Control 

Type

Rank 

Collision 

Frequency EPDO Score

Rank 

EPDO 

Score

1 BEAR MOUNTAIN BL & MEYER ST 2 7 5 15 29 6 5 3 8 6 1 Signal 1 359.41 1

2 BEAR MOUNTAIN BL & DERBY ST 2 7 19 28 15 3 3 1 5 1 Non-Signal 2 82.97744361 5

3 BEAR MOUNTAIN BL & COMANCHE DR 1 1 7 18 27 5 2 1 1 12 5 1 Signal 3 190.8270677 3

4 BEAR MOUNTAIN BL & HILL ST 1 2 2 14 19 4 2 4 1 3 5 Signal 4 167.112782 4

5 A ST & BEAR MOUNTAIN BL 1 3 8 12 4 1 2 1 2 2 Non-Signal 5 36.94736842 7

6 FRANKLIN ST & MEYER ST 3 3 5 11 5 2 1 1 1 1 Non-Signal 6 55.34586466 6

7 MEYER ST & SYCAMORE RD 2 7 9 6 1 1 1 Non-Signal 7 28.39849624 10

8 BEAR MOUNTAIN BL & STOCKTON AV 1 2 1 4 8 1 2 3 2 Non-Signal 8 221.7067669 2

9 4TH AV & C ST 1 1 5 7 4 1 2 Non-Signal 9 21.78195489 12

10 HAVEN DR & MEYER ST 2 2 3 7 2 2 1 2 Non-Signal 9 36.56 8

COLLISION SEVERITY COLLISION TYPE
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4.5.1 Roadway Segment Ranking 

The roadway segments rankings are also by Crash Frequency and EPDO scores. The ranking is a quantitative method used to evaluate a particular corridor 

segment and compare with various other segments. It is ultimately just a tool to streamline the collision analysis and the selection process for potential 

locations. Table 4.10 shows the top five roadway segments by collision frequency and EPDO score.  

● Bear Mountain Boulevard from Comanche Drive to Tower Line Road: Crash Frequency rank 1st and EPDO score rank 2nd 

● Meyer Street from Varsity Avenue to El Camino Real: Crash Frequency rank 2nd and EPDO score rank 1st 

● Comanche Drive from Sunset Boulevard to El Camino Real: Crash Frequency rank 3rd and EPDO score rank 4th 

 

Table 4.10: Top Roadway Segment Ranking 

 

SUMMARY 

The collisions were based on the Statewide Integrated Traffic Records System (SWITRS) database from 2015 to 2019. Based on the collision data in Arvin, 

approximately 2 percent of the collisions resulted in fatal or severe injuries (KSI) in the 5-year period. Over the 5-years, the collisions trend peaks in 2016 and 

gradually decreases to 109 collisions in 2019. The following highlights the collision analysis: 

● The top three collision type includes: sideswipe, rear end and broadside 

● The top three primary collision factor includes: improper turning, automobile right-of-way, and unsafe speed 

● Among all KSI collisions, 21.4 percent of collisions were associated with pedestrian violation 

● Collisions that occurred under dark-street light conditions accounted for the most KSI collisions – 50 percent of dark-street lighting 

● Most of the collisions occurred from 3 PM to 9 PM 

● At-fault motorists in collisions in Arvin tended to be young males between the age group of 15 and 24 

● Sideswipes comprise the largest share of crashes at midblock locations (37.6 percent) 

● Approximately 46 percent of the sideswipe collisions were associated with improper turning 

● Approximately 30 percent of the rear end collisions were associated with unsafe speeding 

● Approximately 52 percent of the broadside collisions were associated with automobile right-of-way 

● The top 10 intersections and top 3 roadway segments were ranked by Crash Frequency and EPDO score 

ID Roadway From To Fatal

Severe 

Injury

Other 

Visible 

Injury

Complaint 

of Pain

Property 

Damage 

Only

Total 

Collisions Broadside Head-On

Hit 

Object Other Rear End Sideswipe

Vehicle/ 

Pedestrian

Rank 

Collision 

Frequency

EPDO 

Score

Rank 

EPDO 

Score

1 BEAR MOUNTAIN BL Comanche Drive Malovich Road 5 14 22 100 141 32 13 15 9 27 39 6 1 260.7 2

2 MEYER ST Varsity Avenue El Camino Real 1 15 8 27 51 16 5 8 2 11 6 3 2 290.9 1

3 COMANCHE DR Bear Mountain Boulevard Sycamore Road 1 4 11 29 45 7 5 3 2 19 7 2 3 75.0 4

4 WALNUT DR n/o Grapevine Dr Sycamore Rd 1 4 3 22 30 2 4 5 3 4 10 2 4 60.0 5

5 DERBY ST Varsity Avenue Sycamore Rd 1 4 2 18 25 7 6 1 6 4 1 5 209.0 3

COLLISION SEVERITY COLLISION TYPE



 

 

CITY OF ARVIN | LOCAL ROADWAY SAFETY PLAN  33 

5.0 OUTREACH 

The community members and stakeholders in the City of Arvin were reached out for feedback on potential 

transportation safety issues. A project website was developed for the community to submit their written comments 

or submit comments on an interactive map. There was also a stakeholder meeting via Microsoft Teams on August 

17, 2021. A total of 8 participants attended. This meeting discussed the LRSP’s data analysis findings, and 

participants were able to provide comments on Arvin's safety issues.  

Stakeholders that were invited to the meeting included staff from the Arvin Public Works Department, the Police 

Department, the superintendent of the Arvin Union School District, the principal of Arvin High School, the Kern 

County Fire Department, and the Arvin Transit Department. Comments from the stakeholder meeting and the 

project website are summarized below. 

WEBSITE COMMENTS: 

The following summarizes the website project website comments: 

● Speeding concerns along Newton Street to South A Street 

o Stop signs are not legible, drivers don’t do complete stops, and lighting is also an issue 

● Quad and off-roading motorcycle/dirt bikes speed up and down El Camino Real Rd while ignoring the stop 

signs 

● There is no sidewalk on the west side of Meyer Street. The entire road is not pedestrian or bike-friendly. Cars 

don’t respect pedestrians or bicyclists in that area.  

● Lane markings and stop sign pavement markings are faded and cause congestion as drivers to have no clue 

what side of the road to stay on or merge 

● Speed limit signs are no longer visible due to overgrown vegetation 

● Lane line and stop ahead pavement markings are no longer visible 

VIRTUAL STAKEHOLDER MEETING: 

● From the Standard gas station to the Mc Donald’s restaurant along Bear Mountain Boulevard, there are 

missing sidewalks  

● Wheelchair access along business driveways is challenging to go through with a wheelchair due to the slope 

● All along Bear Mountain Boulevard, some intersections need repair. Current conditions make it difficult for 

wheelchairs to get onto the sidewalk. Curb ramps are also angled away from the crosswalk, making it 

dangerous for wheelchairs to get onto the sidewalk 

● Children and families often use the intersection of Bear Mountain Boulevard and Walnut Drive to cross. This 

intersection is dangerous because there is no signal or crosswalk. The city suggests adding a signal or a 

crosswalk with an RRFB 

● Meyer Street/ Walnut/Franklin are all said to be dangerous street corridors, especially where there are schools. 

Community resident recommends adding stop limit lines and lines diving traffic from each direction where 

applicable  
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6.0 TRANSPORTATION SAFETY EMPHASIS AREAS 

Transportation safety emphasis areas provide a strategic framework for developing and implementing the Local 

Roadway Safety Plan (LRSP). The emphasis areas show the City of Arvin where to focus when developing projects and 

programs based on the LRSP. The emphasis areas listed below were identified by citywide collision analysis between 

the years 2015-2019. The collision analysis data was derived from the California Highway Patrol's Statewide Integrated 

Traffic Records System (SWITRS) and the University of California, Berkeley's Transportation Injury Mapping System 

(TIMS). 

● Young Drivers 

● Non-Signalized Intersections 

● Bicyclists and Pedestrian Safety 

● Improper Turning/Sideswipe 

● Unsafe Speed 

● Dark-Street Light Conditions  

YOUNG DRIVERS 

The Young Adult Drivers' emphasis area includes young, at-fault drivers responsible for a collision. Between the five 

years of collision data analysis, 2015 and 2019, there were 620 collisions in the City of Arvin. Young adults between 

the ages 0-24 accounted for 33.3% of those collisions. The 20-24 age group had the largest share of at-fault 

motorists at 16.5%. The 15-19 age group had the second largest of 15.5%. Males tended to be the largest at fault in 

the Young Drivers group. Males accounted for 23.7% of collisions for this group. 

NON-SIGNALIZED INTERSECTIONS 

The Non-Signalized Intersections emphasis area is an intersection with no traffic signal (controlled by stop signs), 

and a collision occurred at that intersection. In the City of Arvin, traffic signals are provided along the Bear 

Mountain Boulevard and State Route 223 corridors, and both corridors had the most collisions. Overall, 65.5% of 

collisions occurred in non-signalized intersections. Most of the collisions involved at the intersection were due to 

Improper Turning (25.9%) of vehicles, Automobile right-of-way (18.5%), and Unsafe Speeding (13.5%). Given that 

most collisions occurred in non-signalized locations, it is also important to note that 55.6% of bicyclists and 65.2% 

of pedestrians collisions also occurred in non-signalized intersections.  

BICYCLISTS AND PEDESTRIAN SAFETY 

Bicyclists and Pedestrian Safety is an emphasis area that includes instances where pedestrians or bicyclists have 

been involved in a collision with a motor vehicle. Between 2015 and 2019, most bicycle-related collisions accounted 

for 55.6%, and pedestrian-related collisions accounted for 65.2% at non-signalized intersections. Bicyclists and 

pedestrians only make up 5.2% of total collisions. However, they accounted for the highest number of fatal or 

severe injuries, 42.8% of the total bicycle- and pedestrian-related collisions. Pedestrians and bicyclists are the most 

vulnerable road users. 

IMPROPER TURNING/SIDESWIPE 

Improper Turning emphasis area in which a vehicle turns right or left at an unsafe time or without giving the 

appropriate signal, thus causing a collision. Of all the primary causes of a collision, improper turning is the highest 

at 28.4%. Sideswipe collisions due to improper turning accounted for 52.2% at signalized intersections and 43.9% at 
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non-signalized intersections. 

UNSAFE SPEED 

Unsafe speed collisions are where a vehicle was driving past the speed limit and was involved in a collision. Unsafe 

speeding is the third-highest primary collision factor, accounting for 14.4% of collisions. In Arvin, most unsafe 

speeding collisions occurred at signalized intersections (18.6%) and non-signalized intersections (13.5%). 

DARK-STREET LIGHT CONDITIONS 

Dark-street light collisions occur under dark conditions where there are street lights. Collisions under the dark street 

lighting conditions were the second-highest number of collisions (33.1%) and had the highest KSI frequency (50%). 

Most collisions occurred at night between 6:00 p.m. and 9:00 p.m. (23.6%).
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7.0 ENGINEERING COUNTERMEASURES 

The recommended engineering countermeasures were derived from the collision pattern and trends and the 

emphasis areas from the previous sections. The recommended countermeasures identified below are based on a 

combination of collision data and responses from the community. The recommended countermeasures address 

pedestrian safety, automobile right of way/broadside collisions, unsafe speeding, and emergency services. Figure 

7.1 illustrates the location of the recommended countermeasures. 

Figure 7.1: Countermeasure Locations 
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7.1 SUMMARY OF COUNTERMEASURE RECOMMENDATIONS 

The top three types of most frequently encountered collisions in Arvin were broadside, rear end, and sideswipe. The 

common causes of these three collision types and the typical safety countermeasures addressing each collision type 

are listed in Table 7.1. 

Table 7.1: Common Causes and Countermeasures-Citywide Collisions 

Type Causes Potential Countermeasures 

Broadside 

● Automobile ROW 

● Traffic Signals and Signs 

● Improper Turning 

● Unknown 

● Unsafe Speed 

● Unsafe Starting or Backing 

● Wrong Side of Road 

● Advanced dilemma zone detection 

● Upgrade signal hardware and improve the signal 

visibility 

● Improve signal timing (yellow, red intervals, 

pedestrian clearance) 

● Restrict turning movements out of driveways 

● Restrict parking on intersection approaches 

● Improve street lighting 

● Install advanced street name signage 

Rear End   

● Unsafe Speed  

● Following Too Closely 

● Unsafe Starting or Backing  

● Improper Turning  

● Unknown  

● Driving or Biking under the 

influence  

● Automobile ROW 

● Advance Dilemma-Zone Detection 

● Emergency Vehicle Preemption (EVP) system 

● Reduce the number of travel lanes 

● Install bike lanes and reduce travel lane width 

● Reduce the speed limit/Calm Traffic 

● Improve crosswalk visibility 

● Install 12-inch signal heads 

● Replace signs indicating permitted turning 

movements on signals  

● Install advanced street name signage 

● Improve signal timing 

Sideswipe 

● Improper Turning  

● Unsafe Lane Change 

● Unknown 

● Automobile ROW 

● Unsafe Speed 

● Unsafe Starting or Backing 

● Driving under the influence 

● Improve pavement marking visibility 

● Install advanced street name signage 

● Replace signs indicating permitted turning 

movements on signals  

● Install parking signs that are easier to interpret 

● Stripe red curb at intersection approaches 

 

The Crash Reduction Factor (CRF) listed in the Local Roadway Safety Manual (LRSM) is directly connected to the Crash 

Modification Factor (CMF). A CRF is measured in the percentage of crash reduction expected after implementing a 

given countermeasure at a specific location. It plays an essential role in cost-effectiveness, which is the form of the 

Benefit/Cost Ratio (BCR). 
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Table 7.2 summarizes the list of safety countermeasures included in the LRSM and applied to this project. The table 

summarizes each countermeasure’s applicable crash types, CRF, project life of the recommended improvement, 

maximum federal reimbursement percentage, and the opportunity for a systemic approach.  

Table 7.2: Safety Countermeasures Applied to Arvin LRSP 

CM No. Countermeasure Name Crash Type CRF 

Expected 

Life (Years) 

HSIP 

Funding 

Eligibility 

NS01 Add Lighting Night 40% 20 100% 

NS06 Install/Upgrade Signage All 15% 10 100% 

NS22PB 
Install Rectangular Rapid 

Flashing Beacon (RRFB) 
P&B 35% 20 100% 

NS21PB Install Pedestrian Crossing P&B 35% 20 100% 

NS04 Convert to Rounabout All 46% 20 100% 

NS07 Upgrade Pavement Marking All 25% 10 100% 

R22 Upgrade Signs All 15% 10 100% 

R26 
Install Dynamic Speed Warning 

Signs 
All 30% 10 100% 

R34PB Install Sidewalk P&B 80% 20 90% 

R32PB Install Bike Lanes P&B 35% 20 90% 

S02 Update Signal Hardware All 15% 10 100% 

Source: Local Roadway Safety Manual, Version 1.5 April 2020 

The countermeasure numbers (far left column) in Table 7.2 represent the ID number for the types of improvements 

eligible for HSIP funding. Throughout this document, countermeasures eligible for HSIP funding will have the ID 

number, and those not eligible will not have an ID number. 
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7.2 ROADWAY SEGMENTS 

7.2.1 Bear Mountain Boulevard from Comanche Drive to Malovich Road 

Emphasis Areas: Bicyclists and Pedestrian Safety, Unsafe Speed, Dark-Street Light Collisions 

Bear Mountain Boulevard is a 1.5-mile roadway segment running east and west from Comanche Drive to Malovich 

Road. Bear Mountain Boulevard is the only roadway with traffic signals. This segment has commercial uses, 

residential, agriculture, and vacant lots. Generally, the roadway provides four travel lanes, two in each direction from 

Comanche Drive to Malovich Road. Most of the segment has a posted speed limit of 30 mph. East of Derby Street 

on Bear Mountain Boulevard, the speed limit increases to 55mph. West of Morton Place, the posted speed limit is 

45pmh.  

A total of 143 collisions occurred along this roadway segment between the year 2015-2019. This roadway's top two 

collisions types were sideswipe (27.3%) and broadside (22.4%) collisions. These types of collisions are scattered all 

throughout Bear Mountain Boulevard. The intersection of Bear Mountain Boulevard and Derby Street had the most 

broadside and sideswipe (23.9%) collisions. The second and third intersections with the highest number of 

broadside and sideswipe collisions are Bear Mountain Boulevard and Hill Street (12.7%) and Bear Mountain 

Boulevard and Meyer Street (8.5%).  

The recommendations for Bear Mountain Boulevard include installing a sidewalk on the south side of Bear 

Mountain Boulevard between Derby Street and Malovich Road. Currently, there is no sidewalk on the south side of 

those streets. Other recommendations include upgrading existing signage with fluorescent sheeting, located west 

of A Street (school crossing sign) and east of Derby Street (pedestrian sig). Dynamic speed warning signs are also 

recommended east of Comanche Drive and west of Derby Street. The recommendations are shown in Appendix B. 

7.2.2 Meyer Street from Varsity Road to El Camino Road 

Emphasis Areas: Bicyclists and Pedestrian Safety, Dark-Street Light Collisions 

Meyer Street is a 2-mile segment running north and south from Varisty Road to El Camino Road. Most of the 

segment is residential uses and vacant lots on the south side. The roadway provides Class II bike lanes along Meyer 

Street that run from Olsen Street to Varsity Road. Most of the roadway contains two travel lanes, one in each 

direction. The posted speed limit is 25 mph on Meyer Street.  

Meyer Street had a total of 59 collisions between 2015 and 2019. Broadside (27%) and rear end (25%) collisions 

were the two largest collision types that occurred on this corridor. The collisions primarily occurred at the 

intersection of Meyer Street and Sycamore Road (19%) and on Franklin Street and Meyer Street (12.9%). The rest of 

the collisions are scattered all throughout the roadway. The top four causes of a collision in this segment were 

automobile right of way (18.6%), improper turning (18.6%), unsafe speed (18.6%), and driving or bicycling under the 

influence (6.8%).  

The recommendations for Meyer Street include a sidewalk on the east side of the street from Olson Way to 

Schipper Avenue. Additionally, the following signs are recommended to be upgraded with fluorescent sheeting to 

enhance the advance warning of the upcoming intersection and the nighttime visibility:  

● School Xing (South of Varsity Road) 

● Stop Ahead (North and south of Franklin Street) 

● Stop Ahead ( North and south of Grapevine Drive) 

 

The recommendations are shown in Appendix B.  
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7.2.3 Comanche Drive from Bear Mountain Boulevard to Sycamore Road 

Emphasis Areas: Bicyclists and Pedestrian Safety, Dark-Street Light Collisions 

Comanche Drive is a 1-mile roadway segment that runs north and south of the City. The segment has two travel 

lanes, one in each direction. The segment is primarily residential on the east side of the road, and agriculture is 

primarily on the west side. There are stretches of missing sidewalks along the east side of the segment. The speed 

limit on the roadway is 45 mph. 

A total of 49 collisions occurred along Comanche Drive between 2015-and 2019. Rear end (40.8%) and broadside 

(20.4%) collisions were the highest types of collisions on the roadway. A total of 30 out of the 49 collisions were 

associated with rear end or broadside. Among those collision types, the intersection of Bear Mountain Boulevard 

and Comanche Drive (36.7%) had the highest number of collisions within the segment.  

The recommendations for Comanche Road include upgrading a stop ahead sign north of Sycamore Road with 

fluorescent sheeting. A sidewalk is also recommended on the east side of Comanche Road between the following 

streets: 

● Durham Street and Mark Street 

● Hood Street and Haven Drive 

● Haven Drive and Shane Court 

 

The recommendations are shown in Appendix B.  

7.2.4 Walnut Drive from Grapevine Drive to Sycamore Road 

Emphasis Areas: Bicyclists and Pedestrian Safety, Dark-Street Light Collisions, Improper Turning/Sideswipes 

Walnut Drive is a 1.28-mile roadway segment running north and south from Grapevine Drive to Sycamore Road. 

There are two travel lanes, one in each direction of the roadway. The roadway is primarily for residential uses, with 

an existing Class III bike lane from Bear Mountain Boulevard to Grapevine Drive. The posted speed limit is 25 mph 

with two schools located along the segment. 

Walnut Drive had 32 collisions that happened between 2015 and 2019. Among those collisions, the top collision 

types include sideswipes (31.3%) and head-on (18.8%) collisions. The top three primary collision factors were 

improper turning (21.9%), unsafe speed (21.9%), and traffic signal and signs violations (9.4%). 

The recommendations for the roadway include restriping the centerlines from Sycamore Road to Bear Mountain 

Boulevard. Class II bike lanes are also recommended along Walnut Drive between Bear Mountain Boulevard to 

Sycamore Drive. The following signs are recommended to be upgraded to fluorescent sheeting to enhance overall 

visibility: 

● School Xing (South of Hood Street) 

● Pedestrian Sign (South of Durham Street) 

 

The recommendations are shown in Appendix B.  
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7.2.5 Derby Street from Varsity Avenue to Sycamore Road 

Emphasis Areas: Bicyclists and Pedestrian Safety, Dark-Street Light Collisions, Improper Turning/ Sideswipes 

Derby Street is a 1.5-mile roadway segment running north and south from Varsity Avenue to Sycamore Road. The 

segment has two travel lanes, one in each direction, with a speed limit of 35mph. The segment is a mix of residential 

and industrial. Most residential uses are on the west side of the roadway, and the industrial uses are on the east. 

A total of 26 collisions occurred on Derby Street, 20 of those collisions were broadside (30.8%), hit object (23.1%), 

and rear ends (23.1%). The top three primary collision factors of the collisions on this roadway were automobile 

right of way (19.2%), unsafe speed (19.2%), and improper turning (15.4%). 

The recommendations for this segment include installing a sidewalk on the west side of Derby Street from Haven 

Drive to Schipper Avenue. Additionally, centerline restriping is recommended from Sycamore Road to Bear 

Mountain Boulevard. For improved nighttime visibility, the following stop ahead signs are recommended to be 

upgraded with fluorescent sheeting: 

● Stop Ahead north of Bear Mountain Boulevard 

● Stop Ahead south of 5th Avenue/Widmere Road 

 

The recommendations are shown in Appendix B.  
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7.3 INTERSECTIONS 

7.3.1 Bear Mountain Boulevard and Meyer Street 

Emphasis Areas: Bicyclists and Pedestrians Safety, Dark-Street Light Collisions 

The intersection of Bear Mountain Boulevard and Meyer Street lies near the center of the City. The intersection is a 

four-legged signalized intersection with a left turn pocket at each leg and no crosswalk provided on the west leg. 

The speed limit along Bear Mountain Boulevard is 45 mph and 25 mph at Meyer Street. 

This intersection experienced 31 collisions, with 25.8% of those collisions being rear ends and 22.6% sideswipes. 

Automobile right-of-way collisions (25.8%) accounted for the highest primary collision factor. Five out of the eight 

automobile right-of-way collisions occurred when vehicles were making a left when traveling north and south of the 

intersection. Unsafe speeding (16.1%) was the second-highest category. A large percentage of collisions occurred 

under dark with streetlight (35.5%) conditions. Two severe injury collisions occurred at this intersection, one due to 

a bicyclist riding on the wrong side of the road. 

The recommendations for this intersection are associated with bicycle-related and unsafe speeding collisions. 

Although there are many automobile right-of-way collisions, the intersection does not meet the warrant for a 

protected left turn signal. It is recommended to install retroreflective backplates at this intersection to enhance 

nighttime visibility. A bicycle wrong way sign (R5-1b) is recommended on the northbound lane of the north leg on 

Meyer Street. Meyer Street currently has Class II bike lanes in each direction. The signage provides awareness and 

warnings for bicyclists to ride in the direction of traffic flow. Often, cyclists are unaware of the dangers of riding on 

the wrong side of the road. Figure 7.1 illustrates the recommendations of this intersection. 

Figure 7.1 Bear Mountain Boulevard and Meyer Street 
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7.3.2 Bear Mountain Boulevard and Comanche Drive 

Emphasis Areas: Bicyclists and Pedestrians Safety, Dark-Street Light Collisions 

Bear Mountain Boulevard and Comanche Drive intersection is signalized intersection with protected left-turn lanes 

in all directions. This intersection is located on the west side of the city boundary line, with a posted speed limit of 

30 mph along Bear Mountain Boulevard and 50 mph on Comanche Drive. 

A total of 31 collisions occurred at this intersection. Rear ends (38.7%) and sideswipe (22.6%) collisions accounted 

for the top type of collisions. The top primary collision factors at this intersection were improper turning (32.3%) 

and unsafe speed (29%). Most collisions occurred during daylight conditions (64.5%) and under dark, streetlight 

conditions (29%). 

The recommendations for this enhance nighttime visibility and pedestrian safety. Consider installing retroreflective 

backplates at all signal heads and high visibility crosswalks at this intersection. Figure 7.2 illustrates the 

recommendations of this intersection. 

Figure 7.2 Bear Mountain Boulevard and Comanche Drive 
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7.3.3 Bear Mountain Boulevard and Hill Street 

Emphasis Areas: Unsafe Speed, Bicyclists and Pedestrians Safety 

Bear Mountain Boulevard and Hill Street intersection is a signalized intersection with protected left-turn lanes on 

Bear Mountain Boulevard. The posted speed limit on Bear Mountain Boulevard is 30 mph. The intersection is within 

proximity of commercial and residential uses.  

A total of 20 collisions occurred at this intersection. Broadside (25%) and sideswipe (25%) collisions were the top 

collision types. The top primary collision factors were improper turning (35%) and traffic signals and signs (20%).  

Recommendations for this intersection include upgrading existing crosswalks to high visibility crosswalks with bi-

directional curb ramps. Also, it is recommended to upgrade the small-signal heads to the standard signal heads (12" 

signal heads), install retroreflective backplates at this intersection, and install nearside traffic signals in the 

northbound and southbound directions (on Hill Street). Figure 7.3 illustrates the recommendations of this 

intersection. 

Figure 7.3 Bear Mountain Boulevard and Hill Street 
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7.3.4 Bear Mountain Boulevard and A Street 

Emphasis Areas: Bicyclists and Pedestrian Safety 

Bear Mountain Boulevard and A Street intersection is a non-signalized intersection controlled by stop signs on A 

Street. The standard marked crosswalks provided on the east leg of the intersection appear to be faded, and the 

posted speed limit of 30 mph along Bear Mountain Boulevard. 

Twelve (12) collisions occurred at this intersection. Broadside collisions (33.3%) were the top collision type. The 

second-highest collision types were sideswipe (16.7%) and vehicle/pedestrian (16.7%). The top primary collision 

factor was automobile right of way (41.7%). Of the 12 collisions at this intersection, nearly half occurred during the 

dark, where there are streetlights (41.7%). 

A rectangular rapid flashing beacon (RRFB) with a high visibility crosswalk is recommended at the east leg of the 

intersection. Additionally, installing high visibility crosswalks and bi-directional curb ramps is recommended. These 

improvements would enhance pedestrian safety by improving the visibility of pedestrian crossings. Figure 7.4 

illustrates the recommendations of this intersection. 

Figure 7.4 Bear Mountain Boulevard and A Street 
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7.3.5 Franklin Street and Meyer Street 

Emphasis Areas: Non-Signalized Intersections 

The intersection of Franklin Street and Meyer Street is a non-signalized intersection controlled by the all-way stop 

signs. The Digiorgio Action Park is located on the northeast corner, and one of the entrances is located at that 

corner. Meyer Street provided Class II bike lanes; however, the striping appears to be faded. The posted speed limit 

is 25 mph.  

A total of 13 collisions occurred at this intersection. The top collision types were broadside (38.5%) and sideswipe 

collisions (23.1%). The top primary collision factors were automobile right of way (23.1%), improper turning (23.1%), 

and traffic signals and signs (23.1%). 

The recommendation for this intersection is to convert this all-way stop-controlled intersection to a roundabout. 

Converting this intersection to a roundabout may provide few conflict points and eliminate collisions associated 

with left-turn and right-angle movements. Figure 7.5 illustrates the recommendations of this intersection. 

Figure 7.5 Franklin Street and Meyer Street 
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7.3.6 Meyer Street and Sycamore Road 

Emphasis Areas: Non-Signalized Intersections, Unsafe Speed, Dark-Street Light Collisions 

The Meyer Street and Sycamore Road intersection is a non-signalized intersection controlled by all-way-stop signs. 

The intersection is located on the south side of the City. Currently, the intersection does not have any marked 

pedestrian crosswalks. There are missing sidewalks on the northwest and southwest corners, those corners are 

vacant lots. With future developments, sidewalks may be installed on those corners. 

Eleven (11) collisions occurred at this intersection. Broadside collisions (54.5%) were the top collision type, 

accounting for approximately half of the collisions. The primary collision factor was traffic signal and signs (36.4%). 

More than half of collisions occurred during daylight conditions (63.6%). 

Currently, safety lighting is not provided at the intersection. It is recommended to install safety lighting at all 

corners of the intersection. Existing stop signs are recommended to be upgraded with solar-powered LED lights to 

improve the intersection visibility. Additionally, the Stop Ahead pavement markings are recommended at all legs to 

warn drivers who will be approaching a stop soon. Figure 7.6 illustrates the recommendations of this intersection. 

Figure 7.6 Meyer Street and Sycamore Road 
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7.3.7 Bear Mountain Boulevard and Stockton Avenue 

Emphasis Areas: Bicyclists and Pedestrians Safety, Unsafe Speed 

The intersection of Bear Mountain Boulevard and Stockton Avenue is a non-signalized t-intersection with a raised 

median on Bear Mountain Boulevard, restricting left-turn movements from Stockton Avenue. A standard crosswalk 

is provided on Bear Mountain Boulevard. The posted speed limit east and west of Bear Mountain Boulevard is 30 

mph.  

A total of 8 collisions occurred at this intersection. Half of the primary collision factors (PCF) were improper turning 

collisions (50%), making this the top primary collision factor. The collision type includes sideswipes (37.5%) and 

vehicle/pedestrian (25%) collisions. 

An RRFB with a high visibility crosswalk is recommended on the west leg. Advanced yield pavement markings are 

also recommended east and west of Bear Mountain Boulevard. These improvements enhance pedestrian safety. 

Figure 7.7 illustrates the recommendations of this intersection. 

Figure 7.7 Bear Mountain Boulevard and Stockton Avenue 
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7.3.8 Haven Drive and Meyer Street 

Emphasis Areas: Unsafe Speed, Bicyclists and Pedestrians Safety 

The Haven Drive and Meyer Street intersection is non-signalized controlled by the all-way-stop signs. The 

intersection is located on the southwest corner of Digiorgio Action Park. The posted speed limit along Meyer Street 

and Haven Street is 25mph. Currently, the stripings, including the crosswalks, are faded. Bike lanes are provided on 

Meyer Street, and bike routes are provided on Haven Drive. 

A total of 10 collisions occurred at this intersection. Head-on collisions (30%) were the top collision type. The top 

primary collision factor was automobile right of way (30%). Traffic signals and signs (20%) and unsafe speeding 

(20%) violations were the second-highest primary collision factor.  

High visibility crosswalks are recommended with bi-directional curb ramps at the intersection. This will improve the 

visibility of the pedestrian crossing, considering this intersection is next to a park. Additionally, stop ahead 

pavement markings are also recommended at this intersection. Figure 7.8 illustrates the recommendations of this 

intersection. 

Figure 7.8 Haven Drive and Meyer Street 
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8.0 NON-ENGINEERING SAFETY MEASURES 

This section presents the non-infrastructure safety measures for the City of Arvin roadway safety needs. The program 

promotes safe behavior in each plan’s identified transportation safety emphasis areas through education, law 

enforcement, and encouragement. 

8.1 YOUNG DRIVERS 

Based on a 5-year collision analysis using Statewide Integrated Traffic Records System (SWITRS) data between the 

years 2015-2019, at-fault drivers under the age of 25 were responsible for 33.3% of collisions. Between those years, 

there were a total of 620 collisions.  

Younger drivers’ lack of experience and judgement1 makes them more likely to engage in risky behaviors. In the 

City of Arvin, 86.7% of households own at least one vehicle, so motorists are more inclined to acquire licenses at an 

earlier age.2  Therefore, educating young drivers on the importance of safe driving practices is a key pillar of the 

city’s LRSP. Considering this is a large group of young drivers, it is important to note that the drivers between the 

ages 20 and 24 were the largest share of at-fault motorists at 16.5%, and those between the ages 15 and19 were 

the second-highest at 15.5%. 

Youth drunk driving is also another problem worth examining in the city. Based on the SWITRS data analysis, 14.4% 

of collisions were driving under the influence collisions, and drivers under 25 caused 27.8% of those collisions. 

Drivers younger than 21, the minimum legal drinking age in California, were responsible for 15.6% of all DUI 

collisions. The city may consider implementing programs to warn youth about drinking and driving. 

EXISTING PROGRAMS 

The California Highway Patrol (CHP) currently offers a program to teach driving safety to newly-licensed drivers - 

“START SMART” program. The "START SMART" offers traffic courses to teenagers ready to get behind the wheel and 

who have either signed up voluntarily or been referred by the court. The classes are usually hosted at a local CHP 

office and are accompanied by a mobile app with driving safety tips.  

Although the city does not offer many programs, the National Highway Traffic Safety Administration (NHTSA) website 

provides educational resources such as Teen Driving programs to help educate teen drivers on common safety 

problems teens should avoid. The website also includes education about the consequences of certain road violations, 

such as illegal alcohol use by minors, wearing a seat belt use, distracted driving, and much more. These are helpful 

resources for the youth to use, particularly those working on getting their driver’s license. However, more programs 

need to be available and accessible to young drivers to reduce crashes. 

EDUCATION 

● Develop a pilot education program for teens and young adults to encourage good driving behaviors. These 

pilot programs can be held at K-12 schools and at colleges and universities 

● Develop a teen and young adult-specific course module that is free on the city’s website. This course can offer 

safety tips and the rules of the road 

                                                      

1 Johnson, “Why Is 18 the Age of Adulthood If the Brain Can Take 30 Years to Mature?” https://bigthink.com/mind-brain/adultbrain 
2 US Census Burea, ACS 5-year estimates, 2019, “Means of Transportation” 
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● Start a social media campaign at local middle schools, high schools, colleges, and universities to encourage 

students to repost videos on safe driving and rules of the road. The campaign can offer prizes/rewards at 

random to encourage students to post the videos or images 

 

ENFORCEMENT 

● Identify areas where there are high numbers of young drivers involved in a collision. These areas can have 

more enforcement throughout the day particularly at time where most of these collisions occur 

 

Table 8.1 presents potential funding sources for programs addressing safety challenges faced by young drivers 

Table 8.1: Young Drivers Programs Funding Sources 

 

Description 

 

Agency Responsible 

Funding 

Program 

Education 

Develop pilot education programs for 

teens and young adults, to encourage 

good driving behaviors. These pilot 

programs can be in K-12 schools or 

colleges/universities 

City of Arvin 

Arvin Union School District 

DiGiorgio School District 

Vineland School District 

OTS Grants 

Develop a teen and young adult 

specific module that is free on the 

city’s website. This course can offer 

safety tips and the rules of the road 

City of Arvin 

Arvin Union School District 

DiGiorgio School District 

Vineland School District 

OTS Grants 

Start a social media campaign at local 

middle schools, high schools, colleges, 

and universities to encourage students 

to repost videos on safe driving and 

rules of the road. The campaign can 

offer prizes/rewards at random, to 

those that post those videos. This can 

encourage students to post the videos 

or images 

City of Arvin 

Arvin Union School District 

DiGiorgio School District 

Vineland School District 

OTS Grants 

Enforcement 

Identify areas where there are high 

numbers of young drivers involved in a 

collision. These areas can have more 

enforcement throughout the day 

particularly at time where most of 

these collisions occur 

City of Arvin Police 

Department 
OTS Grants 
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8.2 NON-SIGNALIZED INTERSECTIONS 

The non-signalized intersections emphasis area is an intersection with no traffic signal lights, and a collision 

occurred at that intersection. A stop sign typically controls the intersection. In the City of Arvin, only traffic signal 

lights along Bear Mountain Boulevard and State Route 223 have the most collisions. Overall, 65.5% of collisions 

occurred in non-signalized intersections. Most of the collisions were due to Improper Turning (25.9%), Automobile 

Right-of-Way (18.5%), and Unsafe Speeding (13.5%). Given that most collisions occurred at non-signalized 

locations, it is also important to note that 55.6% of bicyclists and 65.2% of pedestrian collisions occurred at non-

signalized intersections. Findings suggest that non-signalized intersections are particularly important to implement 

safety initiatives due to their high frequency of collisions. 

EXISTING PROGRAMS 

There are no existing education, enforcement, or emergency response programs focused on non-signalized 

intersections in the City. Typically, drivers are educated about using non-signalized intersections safely during their 

driver’s education program or prior to getting their license. This warrants the need for additional, continued resources 

to ensure drivers stay up-to-date through education and enforcement. 

EDUCATION 

Launch an education campaign for motorists on pedestrian rights. This can include: 

● Run an advertising campaign on social media platforms (e.g., Facebook, Instagram) and at public events, to 

educate drivers on the dangers of unsafe driving and the rules of the road at non-signalized intersections 

● Develop an online website to provide educational resources such as articles, games, and videos of the rules of 

the road and how to drive safely at non-signalized intersections 

● Implement targeted safety education program for vulnerable users such as children (administered in schools) 

and elderly (administered at community gathering locations) active transportation users. Using presentations 

and flyers, the program should convey the need for increased precaution at non-signalized intersections. 

 

ENFORCEMENT 

● Deploy targeted enforcement at non-signalized intersections with a history of automobile right-of-way, unsafe 

speeding, and improper turning 

 

Table 8.2 presents potential funding sources for programs addressing safety challenges at non-signalized 

intersections 

Table 8.2: Non-Signalized Intersections Program Funding Sources 

Description Agency Responsible 

Funding 

Program 

Education 

Run an advertising campaign on social media 

platforms (e.g., Facebook, Instagram) and at 

public events, to educate drivers on the dangers 

of unsafe driving and the rules of the road at 

non-signalized intersections 

City of Arvin OTS Grants 
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Description Agency Responsible 

Funding 

Program 

Develop an online website to provide resources 

and videos of the rule of the road and how to 

drive safely at non-signalized intersections 

City of Arvin OTS Grants 

Implement targeted safety education program for 

vulnerable users such as children (administered in 

schools) and elderly (administered at community 

gathering locations) active transportation users. 

Using presentations and flyers, the program 

should convey the need for increased precaution 

at non-signalized intersections. 

City of Arvin OTS Grants 

Enforcement 

Deploy targeted enforcement at non-signalized 

intersections with a history of automobile right-

of-way, unsafe speeding and improper turning 

City of Arvin 

City of Arvin Police 

Department 

OTS Grants 

 

8.3 BICYCLIST AND PEDESTRIAN SAFETY 

The bicyclist and pedestrian safety emphasis area, is where a pedestrian or bicyclist was involved in a collision with a 

motor vehicle. In the City of Arvin, bicycle and pedestrian-related collisions only accounted for 5.2% of all collisions, 

however, they had the highest fatal and severe injury (KSI) frequency of 42.8%. Meaning they are the most 

vulnerable road users in the city. Especially at non-signalized intersection were, 55.6% of bicycle and 65.2% of 

pedestrian collisions occurred.  

The safety risks of bicycling and walking in the City of Arvin reflect a need for education and enforcement, as much 

for infrastructure. Beginning bicyclists may engage in risky behavior due to unfamiliarity with the rules of the road. 

Educational programs can ensure active transportation users know safe practices. Additionally, reckless driving activity 

also poses a threat to bicyclists and pedestrians, particularly on roadways with unprotected facilities. Driving safety 

campaigns, encouraging drivers to "pay attention" to pedestrians and bicyclists, while police enforce traffic, can deter 

speeding and aggressive driving behavior. 

EXISTING PROGRAMS 

While the City of Arvin has a couple of documents supporting the expansion of pedestrian infrastructure in the City, 

enforcement and education focused on walking and biking are limited.This asserts the need for more programs to 

ensure drivers are aware of active transportation users while driving and educating all road users. 

EDUCATION 

● Create an educational campaign at schools, through the distribution of materials such as bookmarks, 

brochures, and flyers with safety tips and the rules of the road for all road users 

● Have bike and pedestrian rodeos in the city, to provide the community the opportunity to learn and practice 

safe pedestrian and bicyclist’s skills in safe and fun environment. The lessons can be age appropriate that 

progressively challenge older students 
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● Develop a course on bicycling and walking safety for youth at schools as well as hands-on bicycle and 

pedestrian safety skills program to teach students how to safely use the road  

● Educate police department on bicycle and pedestrian rules and safety considerations, so they can enforce 

bicycle and pedestrian-related traffic violations. Particularly for areas with new innovative bicycle and 

pedestrian facilities (e.g. Class IV) 

 

ENFORCEMENT 

● Identify targeted enforcement areas where pedestrians and bicyclists face a high risk of collision or tend to 

engage in unsafe practices. Programs should be designed to both educate and enforce. 

● Use photo enforcement to cite traffic rule violators in key areas with high numbers of collisions or high 

volumes of pedestrian and bicyclist traffic. This photo enforcement should be enforced at peak hour times to 

catch cars encroaching on bicycle lanes or aggressively changing lanes.  

 

Table 8.3 presents potential funding sources for programs addressing safety challenges for bicyclist and pedestrian 

safety. 

Table 8.3: Bicyclists and Pedestrian Safety Program Funding Sources 

Description Agency Responsible 

Funding 

Program 

Education 

Create an educational campaign at schools, 

through the distribution of materials such as 

bookmarks, brochures, and flyers with safety tips 

and the rules of the road for all road users 

City of Arvin OTS Grants 

Have bike and pedestrian rodeos in the city, to 

provide the community the opportunity to learn 

and practice safe pedestrian and bicyclist’s skills 

in safe and fun environment. The lessons can be 

age appropriate that progressively challenge 

older students 

City of Arvin OTS Grants 

Develop a course on bicycling and walking safety 

for youth at schools as well as hands-on bicycle 

and pedestrian safety skills program to teach 

students how to safely use the road  

City of Arvin 

Arvin Union School District 

DiGiorgio School District 

Vineland School District 

OTS Grants 

Educate police department on bicycle and 

pedestrian rules of safety considerations, so they 

better enforce bike and pedestrian traffic 

violations. Particularly for areas with new 

innovative bicycle and pedestrian facilities (e.g. 

Class IV) 

City of Arvin Police 

Department 

City of Arvin 

OTS Grants 

Enforcement 

Identify targeted enforcement areas where 

pedestrians and bicyclists face a high risk of 

collision or tend to engage in unsafe practices. 

Programs should be designed to both educate 

and enforce. 

City of Arvin Police 

Department 

City of Arvin 

OTS Grants 
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Description Agency Responsible 

Funding 

Program 

Use photo enforcement to cite traffic rule 

violators in key areas with high numbers of 

collisions or high volumes of pedestrian and 

bicyclist traffic. This photo enforcement should be 

enforced at peak hour times to catch cars 

encroaching on bicycle lanes or aggressively 

changing lanes.  

City of Arvin Police 

Department 

City of Arvin 

Caltrans 

ATP, OTS 

Grants 

 

8.4 IMPROPER TURNING/SIDESWIPE 

The improper turning emphasis area is where a vehicle turns left or right at an unsafe time or without giving the 

appropriate signal, thus causing a collision. Improper turning was the most common primary collision factor 

accounting for 28.4% of all collisions in the city. It also was the main cause of 52.2% of sideswipes at signalized 

intersections and 43.9% of non-signalized intersections. 

Navigation software like Google Maps and Waze has encouraged drivers to use local routes involving non-signalized 

left-turns in recent years. Thus, the use of navigation software might explain the prevalence of improper turning 

collisions in the City of Arvin. 

EXISTING PROGRAMS 

There are no existing education or enforcement programs to prevent improper turning or sideswipes in the city. Most 

drivers are primarily informed about the rules of turning and the dangers of improper turning during their driver’s 

education program before getting their license. This emphasizes the need for additional, continued resources to 

ensure drivers stay up-to-date through education and enforcement. 

EDUCATION 

● Run an advertising campaign on social media platforms (e.g., Facebook, Instagram) and navigation platforms 

such as Waze and Google Maps, warning drivers of the dangers of an unsafe turning 

 

ENFORCEMENT 

● Deploy targeted enforcement at locations with a history of improper turning and sideswipe collisions  

 

Table 8.4 presents potential funding sources for programs addressing improper turning and sideswipes. 

Table 8.4: Sideswipes due to Improper Turning Collisions Program Funding Sources 

Description Agency Responsibility 

Funding 

Program 

Education 

Run an advertising campaign on social media 

platforms (e.g., Facebook, Instagram) and 

navigation platforms such as Waze and Google 

Maps warning drivers of the dangers of an unsafe 

turning 

City of Arvin OTS Grants 
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Description Agency Responsibility 

Funding 

Program 

Enforcement 

Deploy targeted enforcement at locations with a 

history of improper turning and sideswipe 

collisions  

City of Arvin Police 

Department 

City of Arvin 

OTS Grants 

 

8.6 SUMMARY OF FUNDING SOURCES 

Several state and federal grant programs offer to fund non-engineering roadway safety projects. The California 

Department of Transportation's (Caltrans) Active Transportation Program (ATP) aims to encourage bicycle and 

pedestrian use by funding programs that increase bike or pedestrian mode share or improve bicycle or pedestrian 

safety. Caltrans also administers the Sustainable Communities Grant Program, which awards grants to municipal 

projects that reduce Greenhouse Gas Emissions and support Multi-modal transportation. The Sustainable 

Communities Program prioritizes projects that solicit stakeholder and community engagement and support state 

policies like the 2040 California Transportation Plan. The California Office of Traffic Safety awards grants for projects 

addressing any one or more of ten priority areas, including driving under the influence (DUI), distracted driving, 

pedestrian and bicycle safety, law enforcement, safety data collection, and marketing/publicity campaigns.  

At the federal level, the Advanced Transportation and Congestion Management Technologies Deployment Program 

funds technology to promote safety and efficiency in the transportation system. The Highway Safety Improvement 

Program (HSIP) funds safety projects on any public roadway. The program mainly funds engineering projects, but the 

legislation that created the program permits funding for law enforcement and data collection efforts. Table 8.6 

summarizes the funding opportunities  

Table 8.6 Transportation Safety Funding Summary 

Agency Source Eligible Programs Areas Addressed 

Federal 

Highway 

Administration 

(FHWA) 

Highway Safety 

Improvement 

Program (HSIP) 

Any work on public roads, bikeways and 

pedestrian paths/trails. For the most part, only 

engineering projects are eligible but the FAST act 

permits funding for data collection by law 

enforcement1,2. 

Data Collection 

Federal 

Highway 

Administration 

(FHWA) 

Advanced 

Transportation and 

Congestion 

Management 

Technologies 

Deployment 

Program 

Funds advanced transportation and congestion 

management technologies to improve safety, 

efficiency and performance. Examples of funded 

project types include advanced traveler 

information systems and data collection and 

analysis efforts3. 

Digital 

Enforcement; 

Technology 

Partnerships 

California 

Department of 

Transportation 

(Caltrans) 

Active Transportation 

Program (ATP) 
Local government projects that improve the 

safety or increase the mode share of bicycling 

and walking. Additional program objectives 

include reducing emissions and enhancing public 

health4. 

Bicycle and 

Pedestrian 

Education and 

Enforcement 
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Agency Source Eligible Programs Areas Addressed 

California 

Department of 

Transportation 

(Caltrans) 

Sustainable 

Communities Grant 

Program 

The program awards "Competitive Grants" to 

local governments. These grants prioritize 

projects that reduce Greenhouse Gas Emissions, 

support multi-modal transportation, involve 

stakeholder/ community engagement and 

support related plans like the California 

Transportation Plan and California Complete 

Streets Framework5 . 

Active 

Transportation 

Speed and 

Education 

California 

Office of 

Traffic Safety 

Office of Traffic 

Safety (OTS) Grants 

Programs should address one of ten priority 

areas (six relevant ones listed to the right). Grant 

recipients should expect to wait up to 90 days 

before being reimbursed/funded, and should be 

able to provide traffic safety data to justify 

funded programs6. 

DUI 

 Distracted 

Driving 

Ped/Bike Safety 

Police 

Enforcement 

Roadway Safety 

and Data 

Collection 

Social 

Media/Marketing 

Sources: 

● Highway Safety Improvement Program Guidelines, April 2016 

● Highway safety improvement program, Pub. L. No. 148, 23 US Code (2015). https://www.law.cornell.edu/uscode/text/23/148. 

● Advanced Transportation and Congestion Management Technologies Deployment. February 2016. 

https://www.fhwa.dot.gov/fastact/factsheets/advtranscongmgmtfs.cfm. 

● 2021 Active Transportation Program Guidelines. March 25, 2020. Resolution G-20-31. 

● California Department of Transportation. Sustainable Transportation Planning Grant Program. December 2019. 

● California Office of Traffic Safety Grant Manual for Federal Fiscal Year 2020. December 2019. 
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9.0 SAFETY PROJECTS 

This section provides the project scope, collision reduction benefits calculation, cost estimation, and Benefit to Cost 

(B/C) ratio analysis. This section also discusses and summarizes the project prioritization for the HSIP application. 

9.1 PROJECT SCOPES AND BENEFIT CALCULATIONS 

The development of project scopes involves identifying one or more specific countermeasures at potential locations 

for safety improvements. Expected benefits are derived by applying the proposed countermeasures and 

corresponding Crash Reduction Factors (CRFs) to the expected crashes. This involves: 

● Identifying the current number of crashes without treatment 

● Applying CRFs by type and severity 

● Applying a benefit value by crash severity 

● Calculating the annual collision reduction benefits and multiplying by the project life in years 

Caltrans has established some key requirements and procedures for its calls-for-projects to allow agencies maximum 

flexibility in combining countermeasures and locations into a single project while ensuring all projects can be 

consistently ranked on a statewide basis. These include: 

● Only a maximum of three individual countermeasures can be utilized in the B/C ratio for a project. 

● For a countermeasure to be utilized in the B/C ratio calculations, it must represent a minimum of 15 percent 

of the project’s total construction cost. This is intended to ensure that minor and insignificant project elements 

are not misrepresented in the agency's major safety effort. 

An engineer determining the benefits of newly installed infrastructure first determines the number of collisions with 

the potential to be prevented by the improvement. The engineer then applies the CRF, which gives the rough 

percentage of crashes that would be prevented. The next step in estimating the overall benefit of a proposed 

improvement project is multiplying the expected reduction in crashes by a generally accepted value for the "cost" of 

crashes. A project's expected "benefit" value is the expected "reduction in costs" value from reducing future crashes. 

The cost source by collision severity level was taken from Appendix D of the Caltrans Local Roadway Safety Manual, 

as discussed in Section 3.2. 

The final step in calculating the total safety project benefits is to divide the benefits by the number of years the 

collision data was collected (five years for this project) and multiply this value by the project life in years.  

For this LRSP, instead of calculating project benefits manually, project benefits were derived from entering collision 

data directly into the HSIP Analyzer tool. The tool auto-calculates project collision reduction benefits based on the 

method discussed above and reduces benefits if more than one project is included due to cumulative effects. 

The safety project scopes are listed in Table 9.1, including the applicable countermeasure category for each 

improvement and benefits calculated according to the method above. 
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Table 9.1: Safety Project Scopes 

  

Location CM # 

Countermeasure  

Names Description 

Collision  

Type Addressed CRF 

Project 

Life 

(Years) 

Intersections 

1 Bear Mountain Blvd 

& Meyer St 

S02 Update signal 

hardware 

Add retro-reflective backing plates to all signal heads All 15% 10 

Other Install signage Install a Bicycle Wrong Way sign (R5-1b) All 15% 10 

2 Bear Mountain Blvd 

& Comanche Dr 

S2 Update signal 

hardware 

Add retro-reflective backing plates to all signal heads All 15% 10 

Other Other Upgrade the existing crosswalks to high visibility 

crosswalks at the intersection 

P&B 25% 10 

3 Bear Mountain Blvd 

& Hill St 

S02 Improve signal 

hardware 

● Upgrade 8" to 12" signal heads 

● Upgrade signals to retroreflective backing plates 

● Install near side signals in the NB and SB direction 

All 15% 10 

Other Other Upgrade the existing crosswalks to high visibility 

crosswalks at the intersection with bi-directional curb 

ramps 

P&B 25%  20 

4 A Street & Bear 

Mountain Blvd 

NS22PB Install Rectangular 

Rapid Flashing 

Beacon (RRFB) 

● Install RRFB with high visibilty crosswalk at the east leg 

of the intersection  

● Install advanced yield markings east and west of Bear 

Mountain Blvd 

P&B 35% 20 

NS21PB Install pedestrian 

crossing 

Install a high visibility crosswalks at the north, east, and 

south legs with bi-directional curb ramps 

P&B 35% 20 

5 Franklin St & Meyer St NS04 Convert to 

roundabout 

Convert to roundabout from the all-way-stop control 

intersection 

All 46% 20 

6 Meyer St & Sycamore 

Rd 

NS01 Add lighting Add lighting at all corners Night 40% 20 

NS06 Ugrade signage Replace all stop signs with LED lights (solar powered) All 15% 10 

NS07 Upgrade pavement 

markings 

Install Stop Ahead pavement markings in all directions All 25% 10 
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Location CM # 

Countermeasure  

Names Description 

Collision  

Type Addressed CRF 

Project 

Life 

(Years) 

7 Bear Mountain Blvd & 

Stockton Ave 

NS22PB Install Rectangular 

Rapid Flashing 

Beacon (RRFB) 

● Install RRFB with high visibilty crosswalk at the west leg 

of the intersection  

● Install advanced yield markings east and west of Bear 

Mountain Blvd 

P&B 35% 20 

8 Haven Dr & Meyer St NS07 Upgrade pavement 

markings 

Install “Stop Ahead” pavement marking at all legs All 25% 10 

NS21PB Install pedestrian 

crossing 

Install a high visibility crosswalks at all legs with bi-

directional curb ramps 

P&B 35% 20 

Roadway Segments 

A Bear Mountain Blvd 

(Comanche Dr to 

Malovich Rd) 

R22 Upgrade signs Upgrade signs with fluorescent sheeting 

*School Xing (West of A) 

*Ped sign (East of Derby) 

All 15% 10 

R26 Install dynamic 

speed warning signs 

Install feedback signs east of Comanche Drive and west 

of Derby Street  

All 30% 10 

R34PB Install sidewalk Install sidewalk on the south side of Bear Mountain Blvd 

between Derby Street to Malovich Road 

P&B 80% 20 

B Meyer St (Varsity 

Ave to El Camino 

Real) 

R22 Upgrade signs Upgrade signs with fluorescent sheeting/install 

reflectorized signs 

*School Xing (South of Varsity) 

*Stop ahead (North+South of Franklin)  

*Stop ahead (North+South of Grapevine) 

All 15% 10 

R34PB Install sidewalk Install sidewalk on the east side of the street from Olson 

Way to Schipper Avenue 

P&B 80% 20 

C Comanche Dr (Bear 

Mountain Blvd to 

Sycamore Rd) 

R22 Upgrade signs- 

fluorescent sheeting 

Upgrade sign with fluorescent sheeting/install 

reflectorized sign 

*Stop ahead (North of Sycamore) 

All 15% 10 

R34PB Install sidewalk Install sidewalk on the east side of Comanche Dr from: 

● Durham Street to Mark Street 

● Hood Street to Haven Drive 

● Haven Drive to Shane Court 

P&B 80% 20 
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Location CM # 

Countermeasure  

Names Description 

Collision  

Type Addressed CRF 

Project 

Life 

(Years) 

D Walnut Dr (N/O 

Grapevine Dr to 

Sycamore Rd) 

R22 Upgrade signs- 

fluorescent sheeting 

Upgrade signs with fluorescent sheeting/install 

reflectorized signs*School Xing (South of Hood)*Ped 

sign (South of Durham) 

All 15% 10 

R32PB Install bike lanes Install a Class II bike lanes Walnut Drive from Bear 

Mountain Blvd to Sycamore Drive 

P&B 35% 20 

Other Other Re-stripe centerline striping from Sycamore Rd to Bear 

Mountain Blvd 

All 25% 10 

E Derby St (Varsity 

Ave to Sycamore Rd) 

R22 Upgrade signs- 

fluorescent sheeting 

Upgrade signs with fluorescent sheeting/install 

reflectorized signs 

*Stop ahead (North of Bear Mountain Bl) 

*Stop ahead (South of 5th/Widmere) 

All 15% 10 

R34PB Install sidewalk Install sidewalk on the west side of Derby Street from 

Haven Drive to Schipper Ave 

P&B 80% 20 

Other Other Re-stripe the centerline from Sycamore Rd to Bear 

Mountain Blvd 

 - - - 

 

9.2 COST ESTIMATE 

Planning-level cost estimates were developed for each countermeasure. 

Cost estimates were prepared based on recent bid tabulations and 

estimates of current construction costs consisting of unit-based cost 

estimates and contingencies. The costs include construction costs and 

engineering and administrative costs. A contingency is added to the 

construction cost of each project, depending on the complexity of the 

scope. The engineering and administration cost is assumed to be 25 

percent of the total construction cost, including the contingency. The cost 

estimates are included in Appendix C. 

 

 

 

9.3 BENEFIT/COST RATIO 

A Benefit/Cost Ratio (BCR) is the ratio of a project. Projects with a higher 

BCR mean greater benefits relative to costs, while a lower BCR means 

fewer benefits than costs. 

Based on Caltrans's need for a fair, data-driven, statewide project 

selection process for HSIP call-for-projects, the benefit and cost 

calculations were completed using the same process shown in the HSIP 

Analyzer to calculate the B/C ratio of the project. The B/C ratios were used 

to identify the projects with high cost-effectiveness that may have a 

greater chance of receiving federal funding in Caltrans call-for-projects. 
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Table 9.2 summarizes the proposed safety projects with respective BCRs. 

The detail of the safety project, including the BCR analysis summary table, 

is provided in Appendix D. 

Table 9.2: Benefits/Cost Ratio Analysis by Safety Project 

  

Location CM # 

Countermeasure  

Names 

No. of 

Preventable 

Collisions 

Collision 

Costs 

Collision 

Benefits 

Cost ($) 

Estimation 

Benefit/

Cost  

Ratio 

(BCR)  

 HSIP 

Max 

Share  

HSIP 

Amount 

Local 

Amount 

Intersections 

1 Bear Mountain 

Blvd & Meyer St 

S02 Update signal 

hardware 

31 $4,935,700 $1,480,710 $56,720 26.1 100% $56,720 $0 

Other Install signage 31 $4,935,700 $1,480,710 100% 

2 Bear Mountain 

Blvd & 

Comanche Dr 

S02 Update signal 

hardware 

31 $2,591,200 $777,360 $75,872 10.2 100% $75,872 $0 

Other Other 2 $223,200 $111,600 100% 

3 Bear Mountain 

Blvd & Hill St 

S02 Improve signal 

hardware 

20 $2,235,900 $670,770 $70,400 9.5 100% $70,400 $0 

Other Other 0 $ - $0 100% 

4 A Street & Bear 

Mountain Blvd 

NS22PB Install Rectangular 

Rapid Flashing 

Beacon (RRFB) 

2 $223,200 $312,480 $104,232 3.0 100% $104,232 $0 

NS21PB Install pedestrian 

crossing 

2 $223,200 $312,480 100% 

5 Franklin St & 

Meyer St 

NS04 Convert to 

roundabout 

13 $762,700 $1,391,165 $1,549,318 0.9 100% $1,549,31

8 

$0 
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Location CM # 

Countermeasure  

Names 

No. of 

Preventable 

Collisions 

Collision 

Costs 

Collision 

Benefits 

Cost ($) 

Estimation 

Benefit/

Cost  

Ratio 

(BCR)  

 HSIP 

Max 

Share  

HSIP 

Amount 

Local 

Amount 

6 Meyer St & 

Sycamore Rd 

NS01 Add lighting 11 $404,300 $646,880 $241,126 0.5 100% $241,126 $0 

NS06 Ugrade signage 11 $404,300 $121,290 100% 

NS07 Upgrade pavement 

markings 

11 $404,300 $202,150 100% 

7 Bear Mountain 

Blvd & Stockton 

Ave 

NS22PB Install Rectangular 

Rapid Flashing 

Beacon (RRFB) 

2 $2,672,300 $3,741,220 $73,888 50.6 100% $73,888 $0 

8 Haven Dr & 

Meyer St 

NS07 Upgrade pavement 

markings 

8 $370,600 $185,300 $97,463 1.9 100% $0 $97,463 

NS21PB Install pedestrian 

crossing 

2 $284,600 $398,440 100% 

Roadway Segments 

A Bear Mountain 

Blvd (Comanche 

Dr to Malovich 

Rd) 

R22 Upgrade signs 137 $15,863,600 $4,759,080 $1,037,508 4.6 100% $0 $1,037,508 

R26 Install dynamic speed 

warning signs 

137 $15,863,600 $9,518,160 100% 

R34PB Install sidewalk 8 $7,220,100 $23,104,320 90% 

B Meyer St (Varsity 

Ave to El Camino 

Real) 

R22 Upgrade signs 59 $5,695,200 $1,708,560 $148,526 14.0 100% $133,673 $14,853 

R34PB Install sidewalk 5 $650,100 $2,080,320 $148,526 90% 

C Comanche Dr 

(Bear Mountain 

Blvd to 

Sycamore Rd) 

R22 Upgrade signs- 

fluorescent sheeting 

49 $4,475,000 $1,342,500 $910,828 1.5 100% $0 $910,828 

R34PB Install sidewalk 4 $446,400 $1,428,480 90% 
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Location CM # 

Countermeasure  

Names 

No. of 

Preventable 

Collisions 

Collision 

Costs 

Collision 

Benefits 

Cost ($) 

Estimation 

Benefit/

Cost  

Ratio 

(BCR)  

 HSIP 

Max 

Share  

HSIP 

Amount 

Local 

Amount 

D Walnut Dr (N/O 

Grapevine Dr to 

Sycamore Rd) 

R22 Upgrade signs- 

fluorescent sheeting 

32 $3,456,300 $1,036,890 $88,355 11.7 100% $0 $88,355 

R32PB Install bike lanes 3 $2,474,600 $3,464,440 90% 

Other Other 32 $3,456,300 $1,728,150 100% 

E Derby St (Varsity 

Ave to Sycamore 

Rd) 

R22 Upgrade signs- 

fluorescent sheeting 

26 $3,173,700 $952,110 $1,575,105 0.6 100% $0 $1,575,105 

R34PB Install sidewalk 1 $2,190,000 $7,008,000 90% 

Other Other 26 $3,173,700 $0   

 

As shown in the table above (Table 8.2), the improvements are listed by 

intersections and roadway segments. Some of the improvements have the 

BCR of zero due to no collisions associated with the improvement type. 

The calculated BCR for each project summarizes the cost-effectiveness of 

the 15 proposed safety projects without considering how the project 

would be funded.  

4 PROJECT PRIORITIZATION 

A prioritized list of safety projects for the HSIP application was identified. 

The B/C ratios may be used to identify the projects with high cost-

effectiveness that have the greatest chance of receiving federal funding in 

Caltrans call-for-projects.  

BCR is not the only guide to prioritizing and implementing a 

countermeasure. The safety project list will be used to reference which 

safety project to implement first. The implementation timeline will be 

dependent on the City's goals and funding eligibility. The City may choose 

to move forward with any of these safety projects in any order, depending 

on funding availability. If the applications are approved for funding, these 

projects should not be applied for future HSIP cycles. If the safety projects 

are not funded by the upcoming HSIP Cycle 11, then those projects could 

be considered for application from other funding sources.  

Because HSIP grants are competitive, it is typically appropriate to apply 

only for projects with a higher BCR. According to the HSIP grant 

application guidelines, a safety project needs to be at least $100,000 and 

a minimum of 3.5 BCR to submit an HSIP Cycle application. 

Taking the HSIP application into consideration, Table 9.3 summarizes the 

BCR analysis for the safety project. The safety projects are categorized by 

countermeasure ID and are prioritized by BCR. The City may use the list 

from Table 9.3 to determine which will be implemented based on the 

City’s goals and funding availability 
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Table 9.3: Benefits/Cost Ratio Analysis by Safety Project 

Location CM # 

Countermeasure  

Names 

No. of 

Preventable 

Collisions 

Collision 

Costs 

Collision 

Benefits 

Cost ($) 

Estimation 

 Benefit/ 

Cost  

Ratio 

(BCR)  

 HSIP 

Max 

Share  

Bear Mountain Blvd & 

Stockton Ave 

NS22PB Install Rectangular Rapid 

Flashing Beacon (RRFB) 

2 
 $2,672,300  $3,741,220 $73,888 50.6 

100% 

Bear Mountain Blvd & 

Meyer St 

S02 Update signal hardware 31 
 $4,935,700  $1,480,710 

$56,720 26.1 

100% 

Other Install signage 31  $4,935,700  $1,480,710 100% 

Meyer St (Varsity Ave to 

El Camino Real) 

R22 Upgrade signs 59  $5,695,200  $1,708,560 $148,526 
14.0 

100% 

R34PB Install sidewalk 5  $650,100  $2,080,320 $148,526 90% 

Walnut Dr (N/O 

Grapevine Dr to 

Sycamore Rd) 

R22 Upgrade signs-fluorescent 

sheeting 

32 
 $3,456,300  $1,036,890 

$88,355 11.7 

100% 

R32PB Install bike lanes 3  $2,474,600  $3,464,440 90% 

Other Other 32  $3,456,300  $1,728,150 100% 

Bear Mountain Blvd & 

Comanche Dr 

S2 Update signal hardware 31  $2,591,200  $777,360 
$75,872 10.2 

100% 

Other Other 2  $223,200  $111,600 100% 

Bear Mountain Blvd & 

Hill St 

S02 Improve signal hardware 20  $2,235,900  $670,770 
$70,400 9.5 

100% 

Other Other 0  $ -  $0 100% 

Bear Mountain Blvd 

(Comanche Dr to 

Malovich Rd) 

R22 Upgrade signs 137  $15,863,600  $4,759,080 

$1,037,508 4.6 

100% 

R26 Install dynamic speed 

warning signs 

137 
 $15,863,600  $9,518,160 

100% 

R34PB Install sidewalk 8  $7,220,100  $23,104,320 90% 

A Street & Bear 

Mountain Blvd 

NS22PB Install Rectangular Rapid 

Flashing Beacon (RRFB) 

2 
 $223,200  $312,480 

$104,232 

3.0 

 

 

100% 

NS21PB Install pedestrian crossing 2 
 $223,200  $312,480 

100% 
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Location CM # 

Countermeasure  

Names 

No. of 

Preventable 

Collisions 

Collision 

Costs 

Collision 

Benefits 

Cost ($) 

Estimation 

 Benefit/ 

Cost  

Ratio 

(BCR)  

 HSIP 

Max 

Share  

Haven Dr & Meyer St NS07 Upgrade pavement markings 8  $370,600  $185,300 
$97,463 1.9 

100% 

NS21PB Install pedestrian crossing 2  $284,600  $398,440 100% 

Comanche Dr (Bear 

Mountain Blvd to 

Sycamore Rd) 

R22 Upgrade signs-fluorescent 

sheeting 

49 
 $4,475,000  $1,342,500 

$910,828 1.5 

100% 

R34PB Install sidewalk 4  $446,400  $1,428,480 90% 

Franklin St & Meyer St NS04 Convert to roundabout1 13  $762,700  $1,391,165 $1,549,318 0.9 100% 

Derby St (Varsity Ave to 

Sycamore Rd) 

R22 Upgrade signs-fluorescent 

sheeting 

26 
 $3,173,700  $952,110 

$1,575,105 0.6 

100% 

R34PB Install sidewalk 1  $2,190,000  $7,008,000 90% 

Other Other 26  $3,173,700  $0   

Meyer St & Sycamore 

Rd 

NS01 Add lighting 11  $404,300  $646,880 

$241,126 0.5 

100% 

NS06 Ugrade signage 11  $404,300  $121,290 100% 

NS07 Upgrade pavement markings 11  $404,300  $202,150 100% 

 

The average BCR of HSIP 9 selected projects is 17.7. depending on the minimum reimbursement amount and BCR of HSIP Cycle 11, the City can 

either select the eligible individual projects or group projects as a systemic improvement, as shown in Table 9.3, for the HSIP funding application. 

The City may also determine which project to be prioritized based on available funding sources, public support, and other factors.
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COLLISION HISTORY BY INTERSECTION 

 



Intersection Collisions
Collision Data from 2015 to 2019

ID Intersections Fatal
Severe 
Injury

Visible 
Injury

Complaint 
of Pain

Property 
Damage 

Only
Total 

Collisions
1 BEAR MOUNTAIN BL & MEYER ST 2 7 5 15 29
2 BEAR MOUNTAIN BL & DERBY ST 2 7 19 28
3 BEAR MOUNTAIN BL & COMANCHE DR 1 1 7 18 27
4 BEAR MOUNTAIN BL & HILL ST 1 2 2 14 19
5 A ST & BEAR MOUNTAIN BL 1 3 8 12
6 FRANKLIN ST & MEYER ST 3 3 5 11
7 MEYER ST & SYCAMORE RD 2 7 9
8 BEAR MOUNTAIN BL & STOCKTON AV 1 2 1 4 8
9 4TH AV & C ST 1 1 5 7

10 HAVEN DR & MEYER ST 2 2 3 7
11 BEAR MOUNTAIN BL & WALNUT DR 2 1 4 7
12 HAVEN DR & HILL ST 6 6
13 SYCAMORE RD & WALNUT DR 2 4 6
14 BEAR MOUNTAIN BL & MONROE ST 6 6
15 ORANGE AV & WALNUT DR 1 4 5
16 A ST & MARY ST 2 3 5
17 BEAR MOUNTAIN BL & MORTON PL 1 4 5
18 COMANCHE DR & VARSITY RD 1 1 2 4
19 BEAR MOUNTAIN BL & C ST 4 4
20 DERBY ST & SYCAMORE RD 2 2 4
21 4TH AV & HILL ST 1 3 4
22 4TH AV & A ST 4 4
23 FRANKLIN ST & WALNUT DR 1 3 4
24 OLSON WY & WALNUT DR 4 4
25 HANSON LN & MEYER ST 1 1 2 4
26 B ST & BEAR MOUNTAIN BL 1 3 4
27 COMANCHE DR & HOOD ST 2 2 4
28 ACALA ST & BEAR MOUNTAIN BL 3 3
29 MEYER ST & TRINO AV 2 1 3
30 MEYER ST & ORANGE AV 1 1 1 3
31 COMANCHE DR & SHANE CT 3 3
32 CAMPUS DR & VARSITY RD 1 2 3
33 COMANCHE DR & SYCAMORE RD 2 1 3
34 MEYER ST & OLSON WY 1 2 3
35 HAVEN DR & MONROE ST 3 3
36 A ST & CALLE ORLANDO 3 3
37 HILL ST & RT 223 1 2 3
38 A ST & FABIAN ST 3 3
39 HOLT ST & PACKARD DR 3 3
40 4TH AV & DERBY ST 1 1 1 3
41 HOOD ST & WALNUT DR 1 1 1 3
42 DERBY ST & LANGFORD AV 1 2 3
43 STOCKTON AV & TUCKER ST 2 2
44 4TH AV & B ST 2 2
45 BEAR MOUNTAIN BL & ST THOMAS 2 2
46 4TH AV & CAMPUS DR 2 2
47 ORANGE AV & SANTA ROSA ST 2 2
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Intersection Collisions
Collision Data from 2015 to 2019

ID Intersections Fatal
Severe 
Injury

Visible 
Injury

Complaint 
of Pain

Property 
Damage 

Only
Total 

Collisions
48 EL CAMINO REAL & MEYER ST 2 2
49 SCHIPPER AV & WALNUT DR 2 2
50 FABIAN ST & HILL ST 2 2
51 BEAR MOUNTAIN BL & COMANCHE 2 2
52 FRANKLIN ST & HILL ST 1 1 2
53 MEYER ST & TUCKER ST 1 1 2
54 A ST & COMBS AV 2 2
55 PECAN DR & WOONER DR 1 1 2
56 5TH AV & DERBY ST 2 2
57 DERBY ST & HAVEN DR 1 1 2
58 GROVE ST & HAVEN DR 1 1 2
59 CAMPUS DR & GRAPEVINE 2 2
60 BORDEN CT & KRAUTER ST 2 2
61 BEAR MOUNTAIN BL & BEAR MOUNTAIN BL 600 2 2
62 BUSH ST & WALNUT DR 1 1 2
63 COMANCHE DR & RT 223 2 2
64 CAMPUS DR & GRAPEVINE DR 2 2
65 A ST & SYCAMORE RD 1 1 2
66 CAMPUS DR & NECTARINE CT 2 2
67 A ST & TUCKER ST 1 1 2
68 HAVEN DR & WALKER ST 2 2
69 COMBS AV & HILL ST 1 1 2
70 HILL ST & LAUREL AV 2 2
71 RANCHO DR & SYCAMORE RD 2 2
72 A ST & FRANKLIN ST 2 2
73 SYCAMORE RD & VILLA DR 1 1 2
74 A ST & LAUREL AV 2 2
75 DERBY ST & RT 223 2 2
76 HOOD ST & MONROE ST 2 2
77 GREGG LN & ZIMMERMAN ST 2 2
78 COMANCHE DR & LA ROSA 2 2
79 COMANCHE DR & DURHAM 2 2
80 COMANCHE DR & MARK RD 1 1 2
81 LAUREL AV & MEYER ST 2 2
82 MADELINE WY & MEYER ST 2 2
83 FRANKLIN ST & MEYER 2 2
84 MEYER ST & NEWTON ST 2 2
85 COMANCHE DR & ROYAL ST 1 1 2
86 LA MESA CT & VISTA DR 1 1 2
87 DURHAM ST & DURHAM ST 1416 1 1
88 CELESTIAL WY & CENTELLA WY 1 1
89 GREGG LN & MEDINA CT 1 1
90 4TH ST & CAMPUS DR 1 1
91 COMANCHE DR & HAVEN DR 1 1
92 HAVEN DR & HAVEN DR 1 1
93 4TH ST & C ST 1 1
94 5TH AV & 5TH AV 1 1
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Intersection Collisions
Collision Data from 2015 to 2019

ID Intersections Fatal
Severe 
Injury

Visible 
Injury

Complaint 
of Pain

Property 
Damage 

Only
Total 

Collisions
95 COMANCHE DR & MARK ST 1 1
96 A ST & HOOD ST 1 1
97 BEAR MOUNTAIN BL & BEAR MOUNTAIN BL 792 1 1
98 COMANCHE DR & MOUNTAIN BL 1 1
99 TEJON HWY & WIDMERE RD 1 1

100 HAVEN DR & SANTA ROSA ST 1 1
101 FOX CT & SCHIPPER AV 1 1
102 COMANCHE DR & PACKARD DR 1 1
103 MEYERS ST & SCHIPPER AV 1 1
104 HILL ST & HOLDEN ST 1 1
105 MONROE ST & WALNUT DR 1 1
106 ACALA ST & TUCKER ST 1 1
107 COMANCHE DR & SYAMORE 1 1
108 HILL ST & ORANGE AV 1 1
109 OLSEN WY & WALNUT DR 1 1
110 BEAR MOUNTAIN BL & PLUMTREE ST 1 1
111 BEAR MOUNTAIN & DERBY 1 1
112 HILL ST & VARSITY RD 1 1
113 HIGH ST & TUCKER ST 1 1
114 ARVIN AV & C ST 1 1
115 FRANKLIN ALY & HILL ST 1 1
116 HOOD ST & MEYER ST 1 1
117 A ST & WILSON ST 1 1
118 ARVIN AV & DERBY ST 1 1
119 GRAPEVINE DR & PLUMTREE DR 1 1
120 HOOD ST & SANTA ROSA ST 1 1
121 MARY ST & MEYER 1 1
122 AUSTIN CT & SCHIPPER ST 1 1
123 VERDE CT & VISTA ST 1 1
124 KRAUTER ST & WALNUT DR 1 1
125 SYCAMORE AV & TEJON HWY 1 1
126 LA LILA & VILLA PL 1 1
127 DERBY ST & ORANGE AV 1 1
128 LA MESA CT & VILLA DR 1 1
129 FRANKLIN AV & MEYER ST 1 1
130 CHULA VISTA AV & RAYO DEL SOL 1 1
131 A ST & LANGFORD AV 1 1
132 WALNUT DR & WALNUT DR 266 1 1
133 PECAN ST & WOONER DR 1 1
134 A ST & CHARLES ST 1 1
135 BEAR MOUNTAIN BL & BEAR MOUNTAIN BL 800 1 1
136 CAMINO REAL & GREGG CT 1 1
137 5TH ST & C ST 1 1
138 MAHIN CT & VARSITY RD 1 1
139 SUNSET BL & TEJON HWY 1 1
140 MALOVICH RD & RICHARDSON RD 1 1
141 BEAR MOUNTAIN BL & DERBY 1 1
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Intersection Collisions
Collision Data from 2015 to 2019

ID Intersections Fatal
Severe 
Injury

Visible 
Injury

Complaint 
of Pain

Property 
Damage 

Only
Total 

Collisions
142 MARY ST & WALNUT DR 1 1
143 5TH AV & B ST 1 1
144 MEYER ST & MILLUX RD 1 1
145 WALNUT DR & WALNUT DR 201 1 1
146 4TH AV & ACALA ST 1 1
147 BEAR MOUNTAIN BL & MEYER DR 1 1
148 A ST & ORANGE AV 1 1
149 OLSON WY & WALNUT AV 1 1
150 DERBY ST & TEJON HWY 1 1
151 5TH ST & DERBY ST 1 1
152 MEYER ST & SCHIPPER ST 1 1
153 HILL ST & TUCKER ST 1 1
154 DURHAM ST & HUTSON ST 1 1
155 CALLE ORLANDO & GREGG CT 1 1
156 DURHAM ST & WALNUT DR 1 1
157 COMANCHE DR & DURHAM ST 1 1
158 DUSTIN LN & VALASCO ST 1 1
159 FREEMAN DR & TRINO AV 1 1
160 MORTON PL & ORANGE AV 1 1
161 GONZALEZ ST & NORA WY 1 1
162 MYERS ST & SYCAMORE RD 1 1
163 GRAPEVINE DR & WALNUT DR 1 1
164 NORTHERN RDWY & SCHIPPER ST 1 1
165 A ST & HANSON DR 1 1
166 OLSON WY & WALKER ST 1 1
167 DOWNS & TUCKER ST 1 1
168 DUSTIN LN & ZIMMERMAN ST 1 1
169 BORDEN CT & KRAUTER 1 1
170 EL CAMINO REAL & EL CAMINO REAL 1 1
171 GRAPEVINE & WALNUT ST 1 1
172 ORANGE AV & STOCKTON AV 1 1
173 IVES CT & PACKARD DR 1 1
174 CAMPUS DR & ORCHARD DR 1 1
175 A ST & MADELINE WY 1 1
176 ORCHARD DR & PLUMTREE DR 1 1
177 CASEY DR & CHULA VISTA AV 1 1
178 PAYNE CT & SYCAMORE RD 1 1
179 PEACE ST & VIBE ST 1 1
180 ELLEN WY & ELLEN WY 1 1
181 GREGG LN & VALASCO ST 1 1
182 CAMPUS DR & PLUMTREE DR 1 1
183 BEAR MOUNTAIN BL & BEAR MOUNTAIN BL  800 1 1
184 ROYAL ST & ROYAL ST 1 1
185 ARVIZU CT & STAPLE DR 1 1
186 SCHIPPER AV & WALKER ST 1 1
187 ACALA ST & ACALA ST 1 1
188 FELECITA RD & RAYO DE LA LUNA DR 1 1

APPENDIX A



Intersection Collisions
Collision Data from 2015 to 2019

ID Intersections Fatal
Severe 
Injury

Visible 
Injury

Complaint 
of Pain

Property 
Damage 

Only
Total 

Collisions
189 BEAR MOUNTAIN BL & TEJON HWY 1 1
190 SWANSON DR & WALNUT DR 1 1
191 GROVE ST & GROVE ST 1 1
192 FLORES CT & MARY ST 1 1
193 BEAR MOUNTAIN BL & BEAR MOUNTAIN BL 802 1 1
194 FLORES CT & TRINO AV 1 1
195 MEYER & MEYER 600 1 1
196 TEJON HWY & TEJON HWY 1 1
197 BEAR MOUNTAIN BL & MEYER 1 1
198 TEJON HWY & VALASCO ST 1 1
199 FRANKLIN ST & STOCKTON AV 1 1
200 VERDE CT & VERDE CT 1504 1 1
201 DERBY ST & ORANGE ST 1 1
202 WALNUT DR & WALNUT DR 1 1
203 BEAR MOUNTAIN BL & PLUMTREE DR 1 1
204 A ST & SIMPSON CT 1 1
205 HAVEN DR & MEYER 1 1
206 HILL & RT 223 1 1
207 SEVILLE WY & TESORO DR 1 1
208 COMANCHE DR & COMANCHE DR 1 1
209 HILL ST & MOUNTAIN BL 1 1
210 MEYER ST & SCHIPPER AV 1 1
211 A ST & FABIAN 1 1
212 COMANCHE DR & WOONER DR 1 1
213 MEYER ST & SYCAMORE AV 1 1
214 GREGG CT & VALASCO 1 1
215 GROVE ST & HOOD ST 1 1
216 FRANKLIN ST & MONROE ST 1 1
217 BEAR MOUNTAIN BL & ACALA ST 1 1
218 LANORA AV & MEYER ST 1 1
219 LAUREL AV & STOCKTON AV 1 1

Grand Total 3 7 55 68 370 503
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Bear Mountain Blvd from Comanche Dr to Malovich Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Bear Mountain Blvd from Comanche Dr to Malovich Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Meyer St from Varsity Ave to El Camino Real
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Comanche Dr from Bear Mountain Blvd to Sycamore Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Comanche Dr from Bear Mountain Blvd to Sycamore Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Walnut Dr from Grapevine Dr to Sycamore Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Derby St from Varsity Ave to Sycamore Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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Derby St from Varsity Ave to Sycamore Rd
City of Arvin LRSP
Roadway Segment Countermeasure Concepts
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

TRAFFIC SIGNAL
REMOVE VEHICLE HEAD 18 EA $300 $5,400
INSTALL 3-12" VEHICLE HEAD WITH MOUNTING 18 EA $1,200 $21,600

OTHER INSTALL SIGN 1 EA $500 $500
$27,000

$27,000
$1,800
$2,000
$10,000
$1,880
$2,700
$8,100
$3,240
$56,720GRAND TOTAL

CITY OF ARVIN
BEAR MOUNTAIN BLVD & MEYER ST

PRELIMINARY ENGINEER'S COST ESTIMATE

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT
30% CONTINGENCY

12% INFLATION (2% PER YEAR @ 6 YEARS)

S02

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY

TRAFFIC SIGNAL SUBTOTAL:
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

TRAFFIC SIGNAL
REMOVE VEHICLE HEAD 20 EA $300 $6,000
INSTALL 3-12" VEHICLE HEAD WITH MOUNTING 20 EA $1,200 $24,000

$30,000
SIGNING AND STRIPING
REMOVE STRIPING 800 SF $2 $1,600
INSTALL HIGH-VISIBILITY CROSSWALKS 4 EA $2,000 $8,000

$9,600

$39,600
$1,800
$2,000
$10,000
$1,880
$3,960
$11,880
$4,752
$75,872

OTHER

CITY OF ARVIN
BEAR MOUNTAIN BLVD & COMANCHE DR
PRELIMINARY ENGINEER'S COST ESTIMATE

S02

TRAFFIC SIGNAL SUBTOTAL:

PROJECT MANAGEMENT
30% CONTINGENCY

12% INFLATION (2% PER YEAR @ 6 YEARS)
GRAND TOTAL

SIGNING AND STRIPING SUBTOTAL:

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
FINAL DESIGN

CONSTRUCTION MANAGEMENT AND INSPECTION
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

TRAFFIC SIGNAL
REMOVE VEHICLE HEAD 16 EA $300 $4,800
INSTALL 3-12" VEHICLE HEAD WITH MOUNTING 18 EA $1,200 $21,600

$26,400
SIGNING AND STRIPING
REMOVE STRIPING 800 SF $2 $1,600
INSTALL HIGH-VISIBILITY CROSSWALKS 4 EA $2,000 $8,000

$9,600

$36,000
$1,800
$2,000
$10,000
$1,880
$3,600
$10,800
$4,320

$70,400

MOBILIZATION & DEMOBILIZATION

CITY OF ARVIN
BEAR MOUNTAIN BLVD & HILL ST

PRELIMINARY ENGINEER'S COST ESTIMATE

S02

TRAFFIC SIGNAL SUBTOTAL:

OTHER

SIGNING AND STRIPING SUBTOTAL:

TOTAL FOR BASE BID ITEMS

30% CONTINGENCY
12% INFLATION (2% PER YEAR @ 6 YEARS)

GRAND TOTAL

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
FINAL DESIGN

CONSTRUCTION MANAGEMENT AND INSPECTION
PROJECT MANAGEMENT
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

STREET IMPROVEMENTS
CONSTRUCT PCC CURB RAMPS 2 EA $6,500 $13,000

$13,000
TRAFFIC SIGNAL
INSTALL RAPID RECTANGULAR FLASHING BEACON 1 EA $30,000 $30,000

$30,000
SIGNING AND STRIPING
REMOVE STRIPING 300 SF $2 $600
INSTALL HIGH-VISIBILITY CROSSWALKS 3 EA $2,000 $6,000

$6,600

$49,600
$4,960
$2,000

$20,000
$1,880
$4,960
$14,880
$5,952

$104,232

MOBILIZATION & DEMOBILIZATION

CITY OF ARVIN
A STREET & BEAR MOUNTAIN BLVD

PRELIMINARY ENGINEER'S COST ESTIMATE

TRAFFIC SIGNAL SUBTOTAL:

NS21PB

SIGNING AND STRIPING SUBTOTAL:

TOTAL FOR BASE BID ITEMS

STREET IMPROVEMENTS SUBTOTAL:NS22PB

30% CONTINGENCY
12% INFLATION (2% PER YEAR @ 6 YEARS)

GRAND TOTAL

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
FINAL DESIGN

CONSTRUCTION MANAGEMENT AND INSPECTION
PROJECT MANAGEMENT
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

STREET IMPROVEMENTS
CONSTRUCT ROUNDABOUT 1 EA $784,850 $784,850

$784,850
SIGNING AND STRIPING
REMOVE STRIPING 800 SF $2 $1,600
INSTALL STRIPING 1600 LF $2 $3,200
INSTALL PAVEMENT MARKINGS 250 SF $4 $1,000
INSTALL HIGH-VISIBILITY CROSSWALKS 4 EA $2,000 $8,000
INSTALL SIGN 44 EA $500 $22,000

$35,800

$820,650
$82,065
$10,000
$10,000
$82,065
$112,800
$82,065
$5,000

$246,195
$98,478

$1,549,318
12% INFLATION (2% PER YEAR @ 6 YEARS)

GRAND TOTAL

CONSTRUCTION SURVEY AND MONUMENTATION
FINAL DESIGN

CONSTRUCTION MANAGEMENT AND INSPECTION
PROJECT MANAGEMENT

30% CONTINGENCY

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY

NS04

STORM WATER BEST MANAGEMENT PRACTICES (BMPs)

CITY OF ARVIN
FRANKLIN ST & MEYER ST

PRELIMINARY ENGINEER'S COST ESTIMATE

STREET IMPROVEMENTS  SUBTOTAL:

SIGNING AND STRIPING SUBTOTAL:

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

TRAFFIC SIGNAL
NS01 INSTALL STREET LIGHTS 6 EA $14,225 $85,350

$85,350
SIGNING AND STRIPING
REMOVE SIGN 4 EA $150 $600
INSTALL SOLAR POWERED LED STOP SIGNS 4 EA $10,000 $40,000

NS07 INSTALL PAVEMENT MARKINGS 212 SF $2 $424
$41,024

$126,374
$12,637
$2,000

$25,000
$9,400
$12,637
$37,912
$15,165

$241,126
12% INFLATION (2% PER YEAR @ 6 YEARS)

GRAND TOTAL

NS06

CITY OF ARVIN
MEYER ST & SYCAMORE RD

PRELIMINARY ENGINEER'S COST ESTIMATE

TRAFFIC SIGNAL SUBTOTAL:

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT
30% CONTINGENCY

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY

SIGNING AND STRIPING SUBTOTAL:
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

TRAFFIC SIGNAL
INSTALL RAPID RECTANGULAR FLASHING BEACON 1 EA $30,000 $30,000

$30,000
SIGNING AND STRIPING
REMOVE STRIPING 200 SF $2 $400
INSTALL HIGH-VISIBILITY CROSSWALKS 1 EA $2,000 $2,000
INSTALL PAVEMENT MARKINGS 200 SF $2 $400

$2,400

$32,400
$3,240
$2,000
$10,000
$9,400
$3,240
$9,720
$3,888
$73,888

NS22PB

12% INFLATION (2% PER YEAR @ 6 YEARS)
GRAND TOTAL

SIGNING AND STRIPING SUBTOTAL:

CITY OF ARVIN
BEAR MOUNTAIN BLVD & STOCKTON AVE
PRELIMINARY ENGINEER'S COST ESTIMATE

TRAFFIC SIGNAL SUBTOTAL:

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT
30% CONTINGENCY

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

SIGNING AND STRIPING
REMOVE STRIPING 400 SF $2 $800
INSTALL HIGH-VISIBILITY CROSSWALKS 4 EA $2,000 $8,000
INSTALL PAVEMENT MARKINGS 212 SF $2 $424

$9,224
STREET IMPROVEMENTS

NS21PB CONSTRUCT PCC CURB RAMPS 4 EA $6,500 $26,000
$26,000

$35,224
$3,522
$4,000
$5,000

$20,000
$9,400
$3,522
$2,000
$10,567
$4,227

$97,463

NS07

CITY OF ARVIN
HAVEN DR & MEYER ST

PRELIMINARY ENGINEER'S COST ESTIMATE

CONSTRUCTION SURVEY AND MONUMENTATION

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY

SIGNING AND STRIPING SUBTOTAL:

STREET IMPROVEMENTS SUBTOTAL:

STORM WATER BEST MANAGEMENT PRACTICES (BMPs)
30% CONTINGENCY

12% INFLATION (2% PER YEAR @ 6 YEARS)
GRAND TOTAL

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT

APPENDIX C



COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

STREET IMPROVEMENTS
DEMO/UNCLASSIFIED EXCAVATION 785 CY $100 $78,519
INSTALL CURB AND GUTTER 2650 LF $45 $119,250
INSTALL SIDEWALK 13250 SF $9 $119,250
UNCLASSIFIED FILL 360 CY $50 $17,994
CMB 309 TON $120 $37,100
CONSTRUCT PCC CURB RAMPS 6 EA $6,500 $39,000
INSTALL DRIVEWAY 13 EA $10,000 $130,000

$541,112
SIGNING AND STRIPING
REMOVE SIGN 2 EA $150 $300
INSTALL SIGN 2 EA $500 $1,000

R26 INSTALL DYNAMIC SPEED WARNING SIGN 1 EA $10,000 $10,000
$11,300

$552,412
$55,241
$10,000
$10,000
$80,000
$37,600
$55,241
$5,000

$165,724
$66,289

$1,037,508

30% CONTINGENCY
12% INFLATION (2% PER YEAR @ 6 YEARS)

GRAND TOTAL

R22

R34PB

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT
STORM WATER BEST MANAGEMENT PRACTICES (BMPs)

CITY OF ARVIN
BEAR MOUNTAIN BLVD (COMANCHE DR TO MALOVICH RD)

PRELIMINARY ENGINEER'S COST ESTIMATE

STREET IMPROVEMENTS  SUBTOTAL:

CONSTRUCTION SURVEY AND MONUMENTATION

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY

SIGNING AND STRIPING SUBTOTAL:

APPENDIX C



COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

STREET IMPROVEMENTS
DEMO/UNCLASSIFIED EXCAVATION 96 CY $100 $9,630
INSTALL CURB AND GUTTER 325 LF $45 $14,625
INSTALL SIDEWALK 1625 SF $9 $14,625
UNCLASSIFIED FILL 44 CY $50 $2,207
CMB 38 TON $120 $4,550
CONSTRUCT PCC CURB RAMPS 1 EA $6,500 $6,500

$52,136
SIGNING AND STRIPING
REMOVE SIGN 5 EA $150 $750
INSTALL SIGN 5 EA $500 $2,500

$3,250

$55,386
$5,539
$5,000
$5,000

$25,000
$18,800
$5,539
$5,000
$16,616
$6,646

$148,526

R22

SIGNING AND STRIPING SUBTOTAL:

GRAND TOTAL

CITY OF ARVIN
MEYER ST (VARSITY AVE TO EL CAMINO REAL)

PRELIMINARY ENGINEER'S COST ESTIMATE

R34PB

STREET IMPROVEMENTS  SUBTOTAL:

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
CONSTRUCTION SURVEY AND MONUMENTATION

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT
STORM WATER BEST MANAGEMENT PRACTICES (BMPs)

30% CONTINGENCY
12% INFLATION (2% PER YEAR @ 6 YEARS)
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COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

STREET IMPROVEMENTS
DEMO/UNCLASSIFIED EXCAVATION 630 CY $100 $62,963
INSTALL CURB AND GUTTER 2125 LF $45 $95,625
INSTALL SIDEWALK 10625 SF $9 $95,625
UNCLASSIFIED FILL 289 CY $50 $14,429
CMB 248 TON $120 $29,750
CONSTRUCT PCC CURB RAMPS 6 EA $6,500 $39,000
INSTALL DRIVEWAY 13 EA $10,000 $130,000

$467,392
SIGNING AND STRIPING
REMOVE SIGN 1 EA $150 $150
INSTALL SIGN 1 EA $500 $500

$650

$468,042
$46,804
$10,000
$10,000
$90,000
$37,600
$46,804
$5,000

$140,413
$56,165

$910,828

CITY OF ARVIN
COMANCHE DR (BEAR MOUNTAIN BLVD TO SYCAMORE RD)

PRELIMINARY ENGINEER'S COST ESTIMATE

R34PB

TOTAL FOR BASE BID ITEMS

GRAND TOTAL

MOBILIZATION & DEMOBILIZATION

STREET IMPROVEMENTS  SUBTOTAL:

R22

SIGNING AND STRIPING SUBTOTAL:

STORM WATER BEST MANAGEMENT PRACTICES (BMPs)
30% CONTINGENCY

12% INFLATION (2% PER YEAR @ 6 YEARS)

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
CONSTRUCTION SURVEY AND MONUMENTATION

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT

APPENDIX C



COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

TRAFFIC SIGNAL
OTHER REMOVE STRIPING 5280 LF $1 $5,280
R32PB INSTALL STRIPING 15840 EA $2 $31,680

REMOVE SIGN 2 EA $150 $300
INSTALL SIGN 2 EA $500 $1,000

$38,260

$38,260
$1,800
$4,000
$15,000
$9,400
$3,826
$11,478
$4,591

$88,355

CITY OF ARVIN
WALNUT DR (N/O GRAPEVINE DR TO SYCAMORE RD)

PRELIMINARY ENGINEER'S COST ESTIMATE

TRAFFIC SIGNAL SUBTOTAL:

R22

PROJECT MANAGEMENT
30% CONTINGENCY

12% INFLATION (2% PER YEAR @ 6 YEARS)
GRAND TOTAL

TOTAL FOR BASE BID ITEMS
MOBILIZATION & DEMOBILIZATION

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
FINAL DESIGN

CONSTRUCTION MANAGEMENT AND INSPECTION

APPENDIX C



COUNTER
MEASURE     ITEM DESCRIPTION ESTIMATED 

QUANTITY
UNIT OF 

MEASURE
UNIT      
PRICE ITEM TOTAL

STREET IMPROVEMENTS
DEMO/UNCLASSIFIED EXCAVATION 981 CY $100 $98,074
INSTALL CURB AND GUTTER 3310 LF $45 $148,950
INSTALL SIDEWALK 16550 SF $9 $148,950
UNCLASSIFIED FILL 450 CY $50 $22,475
CMB 386 TON $120 $46,340
CONSTRUCT PCC CURB RAMPS 8 EA $6,500 $52,000
INSTALL DRIVEWAY 34 EA $10,000 $340,000

$856,789
SIGNING AND STRIPING
REMOVE STRIPING 5280 LF $1 $5,280
INSTALL STRIPING 5280 EA $2 $10,560
REMOVE SIGN 2 EA $150 $300
INSTALL SIGN 2 EA $500 $1,000

$1,300

$858,089
$85,809
$15,000
$15,000

$100,000
$47,000
$85,809
$8,000

$257,427
$102,971

$1,575,105

FINAL DESIGN
CONSTRUCTION MANAGEMENT AND INSPECTION

PROJECT MANAGEMENT

MOBILIZATION & DEMOBILIZATION

GRAND TOTAL

STORM WATER BEST MANAGEMENT PRACTICES (BMPs)
30% CONTINGENCY

12% INFLATION (2% PER YEAR @ 6 YEARS)

TRAFFIC CONTROL, PUBLIC CONVENIENCE AND SAFETY
CONSTRUCTION SURVEY AND MONUMENTATION

CITY OF ARVIN
DERBY ST (VARSITY AVE TO SYCAMORE RD)
PRELIMINARY ENGINEER'S COST ESTIMATE

R34PB

TOTAL FOR BASE BID ITEMS

STREET IMPROVEMENTS  SUBTOTAL:

R22

SIGNING AND STRIPING SUBTOTAL:

OTHER
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City of Arvin LRSP
 APPENDIX D - SAFETY PROJECTS

Collision Database From 2015 to 2019

Location CM # Description

Collision 
Type 

Addressed CRF
Project Life 

(Years)

No. of 
Preventable 
Collisions

Collision
Costs

Collision 
Benefits

Cost ($)
Estimation

 Benefit/ 
Cost 

Ratio (BCR) 
 HSIP Max 

Share 

S02 Add retro-reflective backing plates to all signal heads All 15% 10 31 $4,935,700 $1,480,710 100%

Other Install a Bicycle Wrong Way sign (R5-1b) All 15% 10 31 $4,935,700 $1,480,710 100%

S2 Add retro-reflective backing plates to all signal heads All 15% 10 31 $2,591,200 $777,360 100%

Other Upgrade the existing crosswalks to high visibility crosswalks at the 
intersection P&B 25% 10 2 $223,200 $111,600 100%

S02
● Upgrade 8" to 12" signal heads
● Upgrade signals to retroreflective backing plates
● Install near side signals in the NB and SB direction

All 15% 10 20 $2,235,900 $670,770 100%

Other Upgrade the existing crosswalks to high visibility crosswalks at the 
intersection with bi-directional curb ramps P&B 25% 20 0 $0 $0 100%

NS22PB

● Install RRFB with high visibilty crosswalk at the east leg of the 
intersection 
● Install advanced yield markings east and west of Bear Mountain 
Blvd

P&B 35% 20 2 $223,200 $312,480 100%

NS21PB Install a high visibility crosswalks at the north, east, and south legs 
with bi-directional curb ramps P&B 35% 20 2 $223,200 $312,480 100%

5 Franklin St & Meyer St
NS04 Convert to roundabout from all-way stop controlled intersection1 All 46% 20 13 $762,700 $1,391,165 $1,549,318 0.9 100%

NS01 Add lighting at all corners Night 40% 20 11 $404,300 $646,880 100%

NS06 Replace all stop signs with LED lights (solar powered) All 15% 10 11 $404,300 $121,290 100%

NS07 Install Stop Ahead pavement markings in all directions All 25% 10 11 $404,300 $202,150 100%

7 Bear Mountain Blvd & 
Stockton Ave

NS22PB

● Install RRFB with high visibilty crosswalk at the west leg of the 
intersection 
● Install advanced yield markings east and west of Bear Mountain 
Blvd

P&B 35% 20 2 $2,672,300 $3,741,220 $73,888 50.6 100%

NS07 Install “Stop Ahead” pavement marking at all legs All 25% 10 8 $370,600 $185,300 100%

NS21PB Install a high visibility crosswalks at all legs with bi-directional 
curb ramps P&B 35% 20 2 $284,600 $398,440 100%

INTERSECTIONS
1 Bear Mountain Blvd & 

Meyer St $56,720 26.1

2 Bear Mountain Blvd & 
Comanche Dr

$75,872 10.2

$104,232 3.0

3 Bear Mountain Blvd & 
Hill St

$70,400 9.5

6 Meyer St & Sycamore 
Rd

$241,126 0.5

8 Haven Dr & Meyer St

$97,463 1.9

4 A Street & Bear 
Mountain Blvd
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Location CM # Description

Collision 
Type 

Addressed CRF
Project Life 

(Years)

No. of 
Preventable 
Collisions

Collision
Costs

Collision 
Benefits

Cost ($)
Estimation

 Benefit/ 
Cost 

Ratio (BCR) 
 HSIP Max 

Share 

R22
Upgrade signs with fluorescent sheeting
*School Xing (West of A)
*Ped sign (East of Derby)

All 15% 10 137 $15,863,600 $4,759,080 100%

R26 Install feedback signs east of Comanche Drive and west of Derby 
Street All 30% 10 137 $15,863,600 $9,518,160 100%

R34PB Install sidewalk on the south side of Bear Mountain Blvd between 
Derby Street to Malovich Road P&B 80% 20 8 $7,220,100 $23,104,320 90%

R22

Upgrade signs with fluorescent sheeting/install reflectorized signs
*School Xing (South of Varsity)
*Stop ahead (North+South of Franklin) 
*Stop ahead (North+South of Grapevine)

All 15% 10 59 $5,695,200 $1,708,560 $148,526 100%

R34PB Install sidewalk on the east side of the street from Olson Way to 
Schipper Avenue P&B 80% 20 5 $650,100 $2,080,320 $148,526 90%

R22 Upgrade sign with fluorescent sheeting/install reflectorized sign
*Stop ahead (North of Sycamore) All 15% 10 49 $4,475,000 $1,342,500 100%

R34PB

Install sidewalk on the east side of Comanche Dr from:
● Durham Street to Mark Street
● Hood Street to Haven Drive
● Haven Drive to Shane Court

P&B 80% 20 4 $446,400 $1,428,480 90%

R22
Upgrade signs with fluorescent sheeting/install reflectorized signs
*School Xing (South of Hood)
*Ped sign (South of Durham)

All 15% 10 32 $3,456,300 $1,036,890 100%

R32PB Install a Class II bike lanes Walnut Drive from Bear Mountain Blvd 
to Sycamore Drive P&B 35% 20 3 $2,474,600 $3,464,440 90%

Other Re-stripe centerline striping from Sycamore Rd to Bear Mountain 
Blvd All 25% 10 32 $3,456,300 $1,728,150 100%

R22
Upgrade signs with fluorescent sheeting/install reflectorized signs
*Stop ahead (North of Bear Mountain Bl)
*Stop ahead (South of 5th/Widmere)

All 15% 10 26 $3,173,700 $952,110 100%

R34PB Install sidewalk on the west side of Derby Street from Haven 
Drive to Schipper Ave P&B 80% 20 1 $2,190,000 $7,008,000 90%

Other Re-stripe the centerline from Sycamore Rd to Bear Mountain Blvd - - 10 26 $3,173,700 - -

1 CRF for this countermeasure was derived from the Crash Modification Factors Clearinghouse, http://www.cmfclearinghouse.org/detail.cfm?facid=4933 

B Meyer St (Varsity Ave to 
El Camino Real)

14.0

A Bear Mountain Blvd 
(Comanche Dr to 

Malovich Rd)

$1,037,508 4.6

D Walnut Dr (N/O 
Grapevine Dr to 
Sycamore Rd)

$88,355 11.7

E Derby St (Varsity Ave to 
Sycamore Rd)

$1,575,105 0.6

C Comanche Dr (Bear 
Mountain Blvd to 

Sycamore Rd)

$910,828 1.5

ROADWAY SEGMENTS
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